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METRICTOLERANCES
(UNLESS OTHERWISE SPECIFIED)
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Part NO.:

DESIGN DATE

MODEL:

DATEAPPROVAL

THIS DOCUMENT AND THE DATA DISCLOSED HEREIN OR WHEREWITH

IS NOT TO BE REPRODUCED, USED OR DISCLOSED IN WHOLE  OR IN

PART TO ANYONE WITHOUT THE PERMISSION OF Mexlar Tech.

A
11

2024.10.07

2024.10.07

LC

Layton

Mexlar Technology Co.,LTD
0-2 ±1

±3
±5

±10
±15
±30
±0.5°

MU001-0425

WS-001H+002 SJT 16/ 3C 105°C  4572mm Black

0287.180M
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DESCRIPTION COLORNO. QTY

1PCS

1PCS

2 1PCS

4 1PCS-------

RoHS COMPLIANT 

Black

Clear

5 Protective Cap

Clear

1PCS

6 Cable tie

Natural

1PCS

4572±60

250±30

GREEN
BLACK

WHITE
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Hosp.Grade label(英/法文版)

GROUNDING RELIABILITY CAN ONLY

BE ACHIEVED WHEN THIS EQUIPMENT

IS CONNECTED TO A RECEPTACLE

MARKED "HOSPITAL GRADE"

35 30 35

20

(英文) (法文)

UNE FIABILITÉ DE MISE EN TERRE PEUT ÊTRE

RÉALISÉE UNIQUEMENT LORSQUE L'ÉQUIPEMENT

EST CONNECTÉ À UNE PRISE FEMELLE

MARQUÉE  "CLASSE HÔPITAL"

MARKING:

NOTES:
1.外箱需有RoHS標示
    (RoHS shown on the carton)
2. 尾部WS-002使用透明內套
3. 鍍錫銅線鉚壓於地線.
    (Tinned copper Riveting  to ground wire)
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HOSPITAL  GRADE

E115330
13A 125V~

C(UL)US  E90165-K  SJT  3×1.31mm²(16AWG)  
105Ⓠ   300V  SHIELDED  VW-1  WELL  SHIN

Hosp.Grade label(英/法文版) 

WS-002  13A  125V   APPROVAL: UL,CUL 

WS-001H(5-15P) 13(A) 125(V)  APPROVAL: UL,CUL

Black

aluminum foil 
E(Tinned-copper)   

A Added tinned-copper conductore to the wire,changin 
the supplier to Wellshin

2025/03/07


