2 |RoHS Compliant Per Directive 2002/95/EC Required: YES

PART NO./REV. 49101359 C
SPECIFICATIONS: CORD 18 GA SVT 3 COND 105 C RETRACT
GAUGE OF CONDUCTORS - 18 AWG CORD, #18 AWG, SVEO,/SVT, 3 COND.
CORD TYPE — SVEO/SVT FOR 30" EXT. TANGENT LEADS
NUMBER OF CONDUCTORS -3 GRAPHIC NO: 491AA197.8 | DESIGNER: _RDS/WAA
COND. STRAND GAUGE - 34 eDOC NO: 20100046 SCALE: NONE
IPHASE—IN DATE: 2/19/2010
dA/CLKECT CCSOALOTREMP RATING - 1B|6§'C}(<: MIN @ Q O PHASE—OUT DATE: 12/31/2079
N - N UNLESS OTHERWISE SPECIFIED: UNITS ARE IN INCHES
VOLTAGE RATING — 300 VOLTS TOLERANCES: .XX: +.01 .XXX:+.005 ANGLES: X:#+3' x.E(Tr:g.s'
HI-POT REQUIREMENT — 1500 VAC, 60 HZ
FOR 60 SECONDS BODINE ELECTRIC COMPANY
NOTES:
1. CORD MUST CONFORM TO U.L. 62.
2. THE FOLLOWING MINIMUM INFORMATION IS TO BE LEGIBLY 30.00 REF. [EXTENDED]
PRINTED [OR INDENTED] AT INTERVALS OF 24" OR LESS. 6.00 REF. [RETRACTED]

— MFR’S IDENTIFYING MARK OR U.L. FILE No.
— CORD TYPE LETTER DESIGNATION.
— NUMBER & SIZE OF CONDUCTORS.

— TEMPERATURE RATING
EXTENSION END MOTOR END
4.75/5.25
5.75/6.25 LEAD
LEAD LENGTH
LENGTH
1.50/1.74
.75/1.25 GREEN OR
GRN—YEL TR.
14/47 -22/.28

! .20/.23 [

GREEN OR GRN-YEL TR.




