24 MILS MIN. PVC JACKET

e DESC: 18/3 SJT WITH BREATHER NWI NO: P/N COND. COLORS COPPER | TEMP. | JKT. COLOR JAPPROV. CHARACTERISTICS
S INOIRIIHNYR B I P
=X IR, SCALE: 10z DATE: 04/12/01 | DR. BY: KJ RECTOR
= 014 |8k |wHT | orn | 16x308 | 105¢ | BLACK uL/csA |syTw Hzo
FSJTI83- 026 |BLk | wat| crn |18x308 | 105¢| BLACK UL ONLY SJTOW H20
el specs. 031 | Bk | wat| crn | 16x308 | s0c | BLACK UL oNL| Hz2o
FOR COLOR ROTATION, SEE 121 | Buc | wT| orv | 16x308 | 60c | BLACK uL/csa| sutw Hzo
ROTATION DRAWING AT A. | 18 GAUGE STRANDING
CABLING B.| 30 MILS PVC INSULATION 300V
27 MILS MIN. PVC INSULATION
0.D. .110+.002”
C. | PAPER FILLER
D. | .125 NYLON BREATER TUBE
E | TISSUE PAPER SEPARATOR
F. | 30 MILS PRESSURED PVC JACKET 300V

.275+.010"

.360+.005"

P/N 121 NOW SJTW H20 RESISTANT B |10/28/05 DPL
INITIAL RELEASE A | 04/12/01 KJR
REVISION RECORD REV|REV DATE |APPROVAL |APPROVAL




