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1.VENDOR IS RESPONSIBLE FOR CERTIFYING RDC 2753 g |ADDED TELEDYNE TO SOURCES, (1271%| 575 ;mw\
ADDED WIRE COLORS. /86

THAT EACH CABLE SHIPMENT WILL BE FREE

OF KINKING & OTHER DEFECTS.

CABLE, SPECIAL. PURPOSE, ELECTRICAL (TRIPLEX2

CONFORMS TO.

FOR
QUOTE
PURPOSES ONLY

PURCHASING

AUTHORIZED SQURCES OF SUPPLY

TENSOLITE CO.
VENDOR P/N: 20581/50225PT-3

TELEDYNE THERMATICS
VENDOR P/N-:

12688

DO ZO._. SCALE - <<01=A TO DIMENSIONS GIVEN.

CONSISTS OF:

SPECIAL INSTRUCTIONS: THE FINISHED C(INSULATION)
DIAMETER OF EACH MIL-W-22753/3-20 WIRE
INSULATION COLORS TO BE

SOLID WHITE, SOLID BLUE, & morHU ORANGE.

MIL-C-27500-20RA3N06
(SEE SPECIAL INSTRUCTIONS BELOW).

3 PC5 MIL-W-22758/3-20 WIRE

TWISTED & SHIELDED WITH NICKEL COATED
COPPER (SEE SPECIAL INSTRUCTIONS BELOW).
INNER INSULATION: TFE GLASS TAPE, SKIVED TFE,

DIP FUSED GLASS - TFE, TFE TAPE (WHITED.

OUTER INSULATION: TFE TAPE WRAPPED JACKET,

FUSED TFE OVERLAP (WHITE).
TEMPERATURE RATING: 260°C.

TO BE .081%,002.
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