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MEASURE UNIT WHITE WITH BLUE STRIPE
| A APPD PART
$ |- ™ TIBIIEIS4IF  |WROUGHT MATL
BLUE
R
¢ B4, 134+0.26 JACKET IE5167C | INT-PROP ¢
NOTE € |E4246D  |[ROHS
|E29668 | IDENT
|E2722F  |DRAWING
- IE0507D | IDENT o
IEO198R  |BRAND MARKINGS
IE0013Y |CONFIDENTIALITY
CABLE ------------ 2 CONDUCTOR (TWISTED PAIR)
VTSI RATE OF ‘THISTED PAIR- 843 JTE00 2R [INTERE RETAT 10K
B CONDUCTOR -------- 0.61 mm2/20 AWG (19X32 STRANDED BARE COPPER) 0 : ALY .
THICKNESS 0. .97 mm e |Caterpillar: Confidential Yellow
INSULATION ------- EXRAD 150 FX WIRE MIN OD OF 1.78 prob. | X [otHer
JACKET -----c~=-=- EXRAD 125 WITH A WALL THICKNESS OF 0.58 UNLESS OTHERWISE SPECIFIED  |yepsion| PRIMARY | X
BLACK JACKET WITH LT BLUE STRIPE DIMENS IONS W/G TOL ARE BASIC | TYPE [secowpany
VOLTAGE RATING --- 60 V PRIMARY, 1000 VDC JACKET A | |
FLAME RETARDANT -- 15067221, SECTION 5.22 T Tl (e
TEMPERATURE ------ -40°C TO +125°C .
NOTE A: CHAMPLAIN CABLE CORP
BENDING RADIUS --- 33 MIN 1843
ELECTRICAL REQUIREMENTS: BROADR REACH
DEFINITIONS FOR COMMUNICATION CHANNEL NOTE B- ASTM B8 WEHP“'I'AH
A (VERS | ON 2' 0’ SECT |ON 5 * I " | ) . THE INFORMATION AND/OR CONTENT HEREOM 15 PROVIDED TS YOU BY CATERPILLAR IMC. AND/OR A
NOTE C: DIAMETER IS MEASURED ALONG  |Eiiisiet i umics 8 Sololids whteds' Bdhels, ¥ himeinSeo B Wihring, o
THE MAJOR AXIS CABLE BK-ELEC
(ETHERNET)(TWISTED PAIR)
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