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1.0 PRIMARIES: 

10 AWG (105/30) Bare Copper, 1.375” Left Hand Lay 

Polyvinyl Chloride, .170” +/- .004” diameter 

.025” wall thickness 

 

2.0 OVERALL CABLE: 

Number of Primaries: 5 

Color Code: 1. Black 

 2. Red  

 3. Orange 

 4. Blue 

 *5. Green/Yellow (IEC) 

Polyester tape, 25% overlap 

Filler: As required for roundness 

 

3.0 JACKET: 

 Separator: Tissue Tape, optional 

Polyvinyl Chloride, .040” wall thickness 

.542” +/- .015” final diameter 

Color: Black 

Print Legend: GEMS 2280879-3 10 AWG 5/C E41663 

RU AWM 2587 90 C 600V --- LL33361 CSA AWM 

I/II A/B 90 C 600V FT4 

 

4.0 FINISHED PRODUCT REQUIREMENTS: 

RU AWM: 2587 90 C 600V 

CSA AWM I/II A/B 90 C 600V FT4 

 

*Stripe to be 40% Longitudinal  
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PROPRIETARY INFORMATION 

DO NOT DUPLICATE WITHOUT 

WRITTEN CONSENT FROM C&M 

C&M DESCRIPTION 
 

5 CONDUCTOR OVERALL JACKETED 
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