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Application Tooling
Automatic Cable Tying System

MATERIAL Polyamide 6.6, heat 
stabilised (PA66HS)

Polyamide 6.6, heat and 
UV-resistant (PA66HSW)

Polyamide 4.6 (PA46)

Operating Temperature -40 °C to +105 °C, (+145 °C, 500 h) -40 °C to +150 °C, (+195 °C, 500 h)

Flammability UL94 V2
UL94 V2, Limited Fire Hazard, Low generation of toxic 
gases and corrosive acid, Low smoke generation

For bundling and securing cables, pipes and hoses, especially in 
applications that require high volumes of cable ties, e.g. in cable 
assembly, automotive, industrial equipment and the packaging sector.

Features and Benefits
• Made from 100% high quality plastic, can be easily recycled
• Provides a secure hold around bundles
• Available in natural and black
• Other colours available on request
• Bandoleers of 50 cable ties or reels of 3,500 available

Automatic bundling up to Ø 20 mm

Cable ties for Autotool 2000 Series.

Cable ties for Autotool 2000 Series

Bandoleer T18RA

TYPE
Bundle 
Ø max. Colour Material

Pack
Cont. Article-No.

T18RA50 20.0 80 Black (BK) PA66HSW 2,000 pcs. 120-40020

T18RA3500
20.0 80 Black (BK) PA66HSW 3,500 pcs. 120-50010

20.0 80 Natural (NA) PA46 3,500 pcs. 120-46009

T18RA50 20.0 80 Natural (NA) PA66HS 2,000 pcs. 120-40019

T18RA3500 20.0 80 Natural (NA) PA66HS 3,500 pcs. 120-50009

All dimensions in mm. Subject to technical changes. Minimum Order Quantity (MOQ) may differ from package content. 
More colours on request. Please contact us!

Halogen-free according to the interdictions of the GADSL list and compulsory registration of the SVHC list.


