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Audio/Video & Home Entertainment Cable Electronics

Product Description:
Command® Series Studio Grade Speaker 
Cable brings sounds to life. It is engineered 
to deliver the true fidelity of a music signal 
from the source to the speaker—maintaining 
the highest signal integrity for ultimate clarity. 
It is the perfect speaker cable for the dis-
criminating audiophile.

Product Construction:
 Conductor:
	 •		16	through	12	AWG	fully	annealed	

stranded silver-plated conductor per 
ASTM B-3

 Insulation:
	 •		Premium-grade,	clear	blue	PVC
	 •		Temperature	range:	0°C	to	+60°C

Applications:
	 •		Digital	audio
	 •		Stereo	systems
	 •		In-wall	speakers	

Features:
	 •		Silver-plated	conductor	lowers	electrical	

resistance for superior signal rendition
	 •		High-strand,	rope-lay	conductors	give	

the cable extra flexibility
	 •		Convenient	footage	and	polarity	markers,	

at one-foot intervals to make installation 
easy

	 •		Paintable	to	match	any	décor

Compliances:
	 •		NEC	Article	725	Type	CL2
	 •		RoHS	Compliant	Directive	2002/95/EC

Command® Series Studio Grade Speaker Cable 
NEC Type CL2
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16 AWG CONDUCTORS

C1558.15.92 2 16 105/36 250’ Clear Blue Spool 1 8.5 6.6 x 6.6 x 6.3 0.159 0 79407 76276 7

14 AWG CONDUCTORS

C1561.15.92 2 14 168/36 250’ Clear Blue Spool 1 11.5 6.6 x 6.6 x 6.3 0.159 0 79407 76280 4

12 AWG CONDUCTORS

C1563.15.92 2 12 259/36 250’ Clear Blue Spool 1 17.5 13.0 x 6.5 x 9.5 0.464 0 79407 76280 4
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