
602 Pomeroy Avenue
Meriden CT  06450
Phone (203) 237-2297
Fax (203) 634-8756

SPECIFICATION SHEET 

DATE:   AUGUST 25, 2011

CUSTOMER:    IEWC

REFERENCE: RFQ #6000200653

DESCRIPTION:   3/C 16 AWG (19/.0117) TPC, TPE INSULATION, TPE JACKET 

PRIMARIES: 
NUMBER: 3
AWG/STRAND:            16 AWG (19/.0117) TINNED COPPER
INSULATION THICKNESS:   .016" NOMINAL WALL TPE
PRIMARY O.D.:                  .090" ( + / - .003" )
COLOR CODE:  RED, WHITE, GREEN/YELLOW

CABLE:     (3) PRIMARIES

BINDER:    POLYESTER TAPE

JACKET:    .032" NOMINAL WALL TPE
PRINT LEGEND: 3 COND. UL STYLE 20237 300V 125C 16AWG AWM E93624

FINAL O.D.:     .252" NOMINAL

RATING: 300V, - 50ºC, + 125ºC
APPROVAL: UL AWM STYLE 20237 125ºC, 300V
COMPLIANCE: EUROPEAN DIRECTIVE 2002/95/ED (RoHS)

PREPARED BY:  RICH DEHAY


