
                              PRODUCT DATA SHEET 
Part Number: 

Description:   

Suitable Application: 

 

 

Construction Details: 

Total Number Conductors 4 
Awg 16 
Stranding 65 Strand 
Conductor Material Bare copper 

Insulation Material Colored Polyvinylchloride 
Insulation/Dielectric Thickness .018” 
Nominal Insulation Diameter .096” 

Color Code Per customer request 
Nylon N/A 
Nylon  Thickness N/A 

Nominal Operation Diameter 0 
Cabling pairs N/A 
Drain wire N/A 

Cabling Overall Lay 3 1/2” left hand lay 
Fillers N/A 
Tape Material N/A 

Drain Wire Material N/A 
Nominal Cabling Diameter .231” 
Copper tape N/A 

Final Jacket Material Blue polyvinylchloride  
Nominal Thickness .025” 
Jacket Color Blue 

Nominal Jacket Diameter .281” 
Ripcord N/A 
Steel Messenger N/A 

 

Print (Inkjet Print)  

Indent Yes 

Sequential Foot Marks Yes 
  
Print Legend: 

Inkjet 
ALMO WIRE & CABLE 16 AWG 4 COND PREMIUM AUDIO CABLE (UL) TYPE CL3R E179334 

 

COLOR CODE                                               Applicable Standards:  

UL Type                CL3R 

IMSA N/A 

ROHS Compliant Yes 

              

                                                     

Customer Name: _______________________Date Signed:__________________________ 

Customer Approval:_________________________________ 

Specification Issue Date: 

 

 

A-32164BE 

16 awg 4  conductor AUDIO CABLE 

Audio Cable 
 

 

(1) BLACK     
(2) BLUE   
(3) WHITE   

(4) RED/BLACK STRIPE   
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