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Single Pole Devices

Industrial Grade

 
Cam-TyPe ConneCTorS (uP To 400a, 600V) 
16 Series, Taper Nose  
Description Color Cat. No.  Cat. No. Cat. No. 
  Complete Contact Insulator
Male Detachable Plug - Single Set Screw  White 16D21-W 16D21-C* 16SDM-22W 
(Cable Size: 2-2/0) Black 16D21-E 16D21-C* 16SDM-22E 
 Brown 16D21-H 16D21-C* 16SDM-22H* 
 Red 16D21-R 16D21-C* 16SDM-22R 
 Blue 16D21-B 16D21-C* 16SDM-22B 
 Orange 16D21-O 16D21-C* 16SDM-22O* 
 Green 16D21-G 16D21-C* 16SDM-22G 
 Yellow 16D21-Y 16D21-C* 16SDM-22Y*
Female Detachable Plug - Single Set Screw  White 16D29-W 16D29-C* 16SDF-22W 
(Cable Size: 2-2/0) Black 16D29-E 16D29-C* 16SDF-22E 
 Brown 16D29-H 16D29-C* 16SDF-22H 
 Red 16D29-R 16D29-C* 16SDF-22R 
 Blue 16D29-B 16D29-C* 16SDF-22B 
 Orange 16D29-O 16D29-C* 16SDF-22O* 
 Green 16D29-G 16D29-C* 16SDF-22G 
 Yellow 16D29-Y 16D29-C* 16SDF-22Y*
 
* Contact factory for availability.

 
DImenSIonS

Male Detachable Plug – Single Set Screw Female Detachable Plug – Single Set Screw

16D21-O

16D29-G

Specifications and Features
The 16 Series Taper Nose products are the connectors of choice for concerts, sound stages, movie-making,  
television production, sporting events and conventions.

Cam-Type Connectors — 16 Series

TeSTInG anD CoDe ComPLIanCe
• NEMA 3R-Rated (rainproof) for use outdoors
• Only Double Set Screw Version UL/CSA


