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CONDUCTORS: 
 
- 18 AWG (19 x .0092”) Bare Annealed Copper Insulated with .010”  
  Nominal Wall of Elastomeric (Hytrel) to a Nominal O.D. of .065” 
 
JACKET: 
 
- 2” Nominal Left Hand Direction Lay 
- .001” Thickness Polyester Binder Tape 
- 36 AWG Tinned CU Braid, 90% Coverage 
- .015” Nominal Wall of Elastomeric (Black) to a Nominal O.D. of .183” 
- Manufacturer’s Identification Thread Pulled under Jacket 
 
 
 
 
 
 
 
 
 
 
 
 
  
 
 
 

COLOR CODE  

- RoHS  

AGENCY APPROVAL  

2 CONDUCTOR 18 AWG CABLE  
SHIELDED HYTREL -HYTREL  

Customer Number 

D.G. Part Number 12C7-7 

LW611-63 

REVIS ION HISTORY  

Prepared By:  KAM 

Reviewed By:  WJD 

-- 3/9/2012 WD INITIAL RELEASE 

    

    

    

    

    

    

    

    
 

232 Sherman Street    Gardner, MA  01440 
Phone:  978-632-0900   Fax:  978-630-1872 
Visit us on our website; www.dataguidecable.com  
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CONDUCTOR COLOR 

1 BLACK 

2 WHITE 

 


