
TO: INDUSTRIAL ELECTRIC

ATTN:  JOHN KOHLER

SPECIFICATION SHEET 

DATE:   JUNE 19, 2009

CUSTOMER:     INDUSTRIAL ELECTRIC

REFERENCE:   1803/TZT-0-QS  (780398)

DESCRIPTION: 3/C 18 AWG (7/26) TPC, TEFZEL, BLACK TPR JKT.

PRIMARIES:  600V, 150ºC, PER UL 10086
NUMBER: 3
AWG/STRAND:            18 AWG (7/26) TINNED COPPER
INSULATION THICKNESS:   .012" NOMINAL WALL ETFE 
PRIMARY O.D.:                   .071" ( + / - .002" )
COLOR CODE:            BLACK, WHITE, GREEN

CABLE:     (3) PRIMARIES 

SEPARATOR: CLEAR MYLAR TAPE 

JACKET:    .065" NOMINAL  WALL 67 DUROMETER - SHORE 'A' - BLACK TPR

FINAL O.D.:     .290" +/- .005''

RATING:        600V, 125ºC WEIGHT:  44 LBS./MFT. NOMINAL

COMPLIANCE: EUROPEAN DIRECTIVE 2002/95/EC (RoHS)

PREPARED BY:   RICH DEHAY




