
 
 

EQUAL TO NATIONAL P/N  

NRQ-622FSJ 

 

CONDUCTORS:  #22 7/30 TC INSULATED WITH .010” PVC  

 

CABLING: CABLE SIX (6) CONDUCTORS TOGETHER WITH FILLER 

 

TAPE: WRAP WITH AN ALUMINUM / POLYESTER TAPE  ALUMINUM SIDE 

OUT 

 

DRAIN:   #24 7/32 TC 

 

JACKET:  .035” CHROME PVC 

 

NOM OD:  .227”  

 

PRINT IN WHITE: E151405 CM 22 AWG 75°C (UL) OR AWM 2464 OR C(UL) CMG AWM I/II 

A/B 80°C 300V FT-4  

(0151) 

COLOR CODE :  1) BLACK 

   2) BROWN   

   3) RED 

   4) ORANGE 

   5) YELLOW 

   6) GREEN 

  

 

RATINGS:  RoHS COMPLIANT 

 

I HAVE REVIEWED ABOVE SPECIFICATION AND IT CONFORMS TO ITEM ORDERED UNDER  

PO#   

NOTE AND EXCEPTIONS HERE � 

 

SIGNED:          DATED:      

 

Hi Patti, 

 

Here is the spec you requested. 

 

09/10/09 8:19 AM 
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