
 
 

 
 
 

CONDUCTORS: 
 
- 28 AWG (7/36) Silver Plated Copper Insulated with TFE-Teflon to a  
  Nominal O.D. of .033” 
- 4 Conductor Total 
- Color Coded as Indicated 
 
BRAID: 
 
- 36 AWG Tin/CU  
- 85% Coverage 
 
 
JACKET: 
 
- .020” Wall of Black PVC to a Nominal O.D. of .130” 
 
 
NOTES: 
 
- Temperature:  105C 
- Voltage Rating:  600Volt 
  
 
 
 
 
  
 
 
 

COLOR CODE  

 

AGENCY APPROVAL  

4 CONDUCTOR DATA CABLE  
 

Customer Number 

D.G. Part Number 00H9-4 

 

REVIS ION HISTORY  

Prepared By:  KAM 

Reviewed By:  WJD 

0 8/30/00 WD FIRST ISSUE 

1 11/28/00 WD CHG’D NOMINAL O.D. 

2 4/1/13 WD REFORMAT 

    

    

    

    

    

    
 

232 Sherman Street    Gardner, MA  01440 
Phone:  978-632-0900   Fax:  978-630-1872 
Visit us on our website; www.dataguidecable.com  
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CONDUCTOR COLOR 

1 GREEN 

2 BLACK 

3 WHITE 

4 RED 

 


