
 

Construction 4

Diam. (In)

 Component:

 Conductor: 0.038"

 Insulation: 0.015"  XLPE to SAE J-1128 Type TXL 0.068"

 Color Code: 0.068"

Cable 
Assembly: 3 Shielded Twisted Pairs, Aluminum Foil Side Out 0.123"

Cable 
Assembly: 0.302"

Fillers 0.302"

Tape: 0.305"

Jacket: 0.035" PVC,Oil, Gas, Moisture and UV Resistant VW-1 0.375"

Jacket Color: Black 0.375"

Print:

Specifications:

Environmental Compliance
     ●  RoHS EU Directive 2011/65/EU (1&2) 

     ●  REACH Regulation 169:

     ● California Prop 65: IQ170210

20 AWG 7/28   Tinned Copper  to  ASTM B-8

[Pair #1: Yel/Brn,   Pair #2  Yel/Grn,  Pair # 3  Yel/Blu]    Red + Black +  White

Description: 9/ Cond 3/Pr 20 7/28 BC TXL/PVC I/S Pairs
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9 Conductors

Non-Woven Separator Tape for Strip-Ability (optional) 

Not Required

Cable the 3 shielded pairs with the 3 Conds 

Fibrillated polypropylene or solid fillers for roundness (optional)
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