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PART NO: CT-E6410 

REVISION: B ROHS COMPLIANT 

B-5/31/2017: REDUCED INSULATION TO .007”, OD .380” NOM .400” 
MAX 

DESCRIPTION: THIRTY TWO PAIRS 28 AWG, SHIELDED, CHROME GRAY JACKET 

 

CONDUCTOR: #28 7/36 TINNED COPPER (.015” OD) 

INSULATION: .007” SR PVC (.029” OD) 

 

PAIR:  TWO (2) CONDUCTORS TWISTED TOGETHER TO FORM A PAIR 

 

CONSTRUCTION: THIRTY TWO (32) PAIRS CABLED TOGETHER 

 

TAPE SHIELD: ALUMINUM/POLYESTER TAPE SHIELD (FOIL FACING OUT) WITH DRAIN WIRE 

 

JACKET:  .035” CHROME GRAY PVC JACKET 

OD:  .380” NOMINAL (.400” MAX) 

 

JACKET PRINT: NONE 

 

 COLOR CODE PAIRS:  

1) BLACK / RED    
2) BLACK / WHITE 
3) BLACK / GREEN 
4) BLACK / BLUE 
5) BLACK / BROWN 
6) BLACK / YELLOW 
7) BLACK / ORANGE 
8) RED / GREEN 
9) RED / WHITE 
10) RED / BLUE 
11) RED / YELLOW 
12) RED / BROWN 
13) RED / ORANGE 
14) GREEN / BLUE 
15) GREEN / WHITE 
16) GREEN / BROWN 
 

 

17) GREEN / ORANGE 
18) GREEN / YELLOW 
19) WHITE / BLUE 
20) WHITE / BROWN 
21) WHITE / ORANGE 
22) WHITE / YELLOW 
23) BLUE / BROWN 
24) BLUE / ORANGE 
25) BLUE / YELLOW 
26) BROWN / ORANGE 
27) BROWN / YELLOW 
28) VIOLET / RED 
29) VIOLET / WHITE 
30) VIOLET / GREEN 
31) VIOLET / BLUE 
32) VIOLET / BROWN 

 


