
 
 

BELDEN EQUAL 8749 

 

CONDUCTORS:  #22 7/30 TC INSULATED WITH .010” SR PVC  

 

PAIRS:   TWIST TWO (2) CONDUCTORS TOGETHER 

 

CABLING:  CABLE FIFTEEN (15) PAIRS TOGETHER 

 

TAPE SEPARATOR: WRAP WITH A CLEAR POLYESTER TAPE SEPARATOR   

 

JACKET:  .040” CHROME PVC 

 

NOM OD:  .461” 

 

PRINT IN WHITE: E151405 22 AWG TYPE CM 75°C (UL)...AWM 2576 80C 150V...C(UL) 

(0738)   TYPE CMG FT-4...80C 300V...ROHS...CE 

 

 

COLOR CODE PAIRS: 1)    BLACK / RED 

2) BLACK / WHITE 

3) BLACK / GREEN 

4) BLACK / BLUE 

5) BLACK / YELLOW 

6) BLACK / BROWN 

7) BLACK / ORANGE 

8) RED / WHITE 

9) RED / GREEN 

10) RED / BLUE 

11) RED / YELLOW 

12) RED / BROWN 

13) RED / ORANGE 

14) GREEN / WHITE 

15) GREEN / BLUE 

 

ROHS COMPLIANT YES 

 

 


