
Product Specification

Part No.: BO-4105 Color

Insulation
1.white 2.yellow   3.green 4.brown

Jacket 
Per request(Dark grey    Belden NO. 0801)(PANTONE 430 C和RAL 7046)

Jacket
Braid

Paper tape Performance

Electrical Charactistics(20℃)

Max DC Resistance at 20oC (Ω/km) 55.26

Core

Marking

BELDEN  4X0.34SQMM  90C  300V   ROHS

Description
Rated Temperature(℃) -30~90
Rated Voltage (V) 300

Construction
4Cores
Conductor Strand Bare Copper

Size(mm2) 0.34

Construction (mm) 43/0.1

Str.Dia(mm) 0.76

Insulation PVC

Min.thickness (mm) 0.22

Nom thickness (mm) 0.35

Dia (±0.08mm) 1.45

Assemble 4C

Direction S
Paper tape(overlapping) >=25%

Braid Tinned Copper

Coverage >=85% Sample Record

Paper tape(overlapping) >=25% Sample No. :

Jacket PU Original spec SK-O-4105 Rev.: 

Min.thickness (mm) 0.22 Ref. spec No. SK-BO-4105 Rev.: 0

Thickness (mm) 0.40

Dia (±0.20mm) 5.00 Revision History
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