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NOTES (UOS):

   1.   MATERIAL, MANUFACTURE, AND/OR ASSEMBLY SHALL BE ROHS COMPLIANT. IT IS
         THE RESPONSIBILITY OF THE SUPPLIER OR MANUFACTURER TO PROVIDE TASER 
         INTERNATIONAL WITH THE APPROPRIATE CERTIFICATION AND MATERIAL DECLARATION.

   2.   MATERIAL:
          - CONDUCTOR:  32 AWG 7/40 STRANDED, SILVER COATED COPPER
          - INSULATION:  CLEAR DuPont PFA 340, TEMPERATURE RATED -60C TO +260C

3. REFERENCE NHA (NEXT HIGHER ASSEMBLY) FOR OALG (OVERALL LENGTH) AND END PREPARATION DETAILS.

   4.   INSPECTION DIMENSIONS DENOTED BY ROUND-ENDED BOX AROUND DIM TEXT.

   5.   WIRE INSULATION TEST:

20kV HIPOT FOR 60 SECONDS. RAISE THE VOLTAGE POTENTIAL ACROSS A SECTION OF THE WIRE/INSULATION                      
(7 INCHES MINIMUM IN LENGTH) BY 500 VDC/SECOND UNTIL 20kVDC IS REACHED. DWELL AT 20kVDC FOR THE REMAINDER 
OF THE DURATION. THE INSULATION CANNOT BREAKDOWN WITHIN THIS TIME PERIOD (NO FAULTS OR SHORTS DETECTED).
IF THE TEST FIXTURE USED HAS THE CAPABILITY TO MEASURE LEAKAGE CURRENT, THE LEAKAGE CURRENT SHALL BE NO 
HIGHER THAN 0.2mA THROUGHOUT THE TEST. THE SAMPLE TEST WIRE IS TO BE 12 INCHES LONG MINIMUM.

   6.   THE INSULATION IS TO BE .025ò MIN WALL THICKNESS AT ANY POINT

   7.  REMOVAL OF A 1.5IN PIECE OF INSULATION FROM THE CONDUCTOR WITHOUT DAMAGE TO THE 
        CONDUCTOR SHALL REQUIRE BETWEEN 0.5 LBF AND 2.5 LBF.
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