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Aluminum Straight and 90˚ Grip-Seals™

®

LISTED

® • Ul listed
• Csa Certified

• nema standard 
Fbi-1983

• straight and 90˚ 
Configurations

• liquid tight seal

mUltiple sealing bUsHings
Provides environmental seal against dust,  
moisture, chemicals. One part number covers  
a variety of cord diameters. 250°F maximum  
operating temperature.

niCkel-plated FRiCtiOn Ring
Provides uniform compression for a proper seal. 
Prevents bushing damage and results in a tight,  
uniform seal on the cord surface.

sealing O-Ring
Seals out oil, chemicals and other contaminants. 
Locknut included with each unit.

O R D E R I N G  I N F O R M A T I O N

Straight Aluminum Grip Seals

90˚ Aluminum Grip Seals

alUminUm COmpRessiOn bUsHing  
and tHReaded bOdy
Resistant to corrosion and weathering. Easy attachment 
to pendants and electrical enclosures. Available in both  
a 90˚ and straight configuration.

• RoHs Compliant

 paRt nO. COnFigURatiOn COndUit size CORd O.d. Range (IN.) nO. OF bUsHings
	 55901	 90˚	 3/8”	 .188	-	.312	 2
	 55902	 90˚	 3/8”	 .312	-	.438	 2
	 55903	 90˚	 1/2”	 .250	-	.375	 2
	 55904	 90˚	 1/2”	 .375	-	.500	 2
	 55905	 90˚	 1/2”	 .50			-	.625	 2
	 55906	 90˚	 3/4”	 .500	-	.688	 2
	 55907	 90˚	 3/4”	 .625	-	.812	 2
	 55908	 90˚	 1”	 .688	-	.875	 2
	 55909	 90˚	 1”	 .812	-	1.00	 2
	 55910	 90˚	 1-1/4”	 .875	-	1.125	 2
	 55911	 90˚	 1-1/4”	 1.125	-	1.375	 2
	 55912	 90˚	 2”	 1.250	-	1.562	 2
	 55913	 90˚	 2”	 1.562	-	1.812	 2

 paRt nO. COnFigURatiOn COndUit size CORd O.d. Range (IN.)  nO. OF bUsHings
	 55001	 Straight	 3/8”	 .188	-	.312	 2
	 55002	 Straight	 3/8”	 .312	-	.438	 2
	 55003	 Straight	 1/2”	 .250	-	.375	 2
	 55004	 Straight	 1/2”	 .375	-	.500	 2
	 55005	 Straight	 1/2”	 .50			-	.625	 2
	 55006	 Straight	 3/4”	 .500	-	.688	 2
	 55007	 Straight	 3/4”	 .625	-	.812	 2
	 55008	 Straight	 1”	 .688	-	.875	 2
	 55009	 Straight	 1”	 .812	-	1.00	 2
	 55010	 Straight	 1-1/4”	 .875	-	1.125	 2
	 55011	 Straight	 1-1/4”	 1.125	-	1.375	 2
	 55012	 Straight	 1-1/2”	 .875	-	1.125	 2
	 55013	 Straight	 1-1/2”	 1.125	-	1.375	 2
	 55014	 Straight	 2”	 1.250	-	1.562	 2
	 55015	 Straight	 2”	 1.562	-	1.812	 2
	 55016	 Straight	 2-1/2”	 1.812	-	2.062	 2
	 55017	 Straight	 2-1/2”	 2.062	-		2.312	 2




