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TUBING

SEE TABLE NONE

  SHT. 2; ADDED
 P/N 912-811-5151, 
-5150 "SIZE" 90 2
   WAS 102 2
DP, 26-OCT-2017

912-811-5138 CUT TO LENGTH OF .500-.625, MAKE FROM 912-811-5127
912-811-5137 # 26 RED TEFLON THIN WALL
912-811-5136 CUT TO LENGTH OF .625-.660, MAKE FROM 912-811-5132
912-811-5135 CUT TO LENGTH OF 1.875, MAKE FROM 912-811-5132
912-811-5134 CUT TO LENGTH OF .750, MAKE FROM 912-811-5171
912-811-5133 OBSOLETE
912-811-5132 # 6 BLACK VINYL PVC TUBING, (MARKEL HT-105 C) UL APPROVED
912-811-5131 # 10 BLACK VINYL PVC TUBING, (MARKEL HT-105 C) UL APPROVED
912-811-5130 # 14 BLACK VINYL PVC TUBING, (MARKEL HT-105 C) UL APPROVED
912-811-5129 # 18 BLACK VINYL PVC TUBING, (MARKEL HT-105 C) UL APPROVED
912-811-5128 # 18 YELLOW SPAGHETTI

912-811-5127
SUPPLIED ID .093 MIN.  

RECOVERED ID .046 MIN. 
RECOVERED WALL .020

GENERAL PURPOSE POLYOLEFIN-BLACK, 4 FEET LENGTHS

912-811-5126 # 12 NATURAL TEFLON THIN WALL
912-811-5125 # 14 NATURAL TEFLON THIN WALL
912-811-5124 # 5 NATURAL TEFLON THIN WALL
912-811-5123 .187 RECOVERED ID VINYL SHRINKABLE TUBING
912-811-5122 # 28 RED TEFLON THIN WALL
912-811-5121 .500 ID  .020 WALL FLEXITE HIGH TEMP CLEAR PLASTIC
912-811-5120 .149 ID  .020 WALL FLEXITE HIGH TEMP PLASTIC
912-811-5119 .116 ID  .020 WALL FLEXITE HIGH TEMP PLASTIC
912-811-5118 # 30 BLUE TEFLON THIN WALL
912-811-5117 # 30 RED TEFLON THIN WALL
912-811-5116 # 30 NATURAL TEFLON THIN WALL
912-811-5115 # 28 NATURAL TEFLON THIN WALL
912-811-5114 # 26 NATURAL TEFLON THIN WALL
912-811-5113 # 24 NATURAL TEFLON THIN WALL
912-811-5112 # 22 NATURAL TEFLON THIN WALL
912-811-5111 # 20 NATURAL TEFLON THIN WALL
912-811-5110 # 18 NATURAL TEFLON THIN WALL
912-811-5109 # 17 NATURAL TEFLON THIN WALL
912-811-5108 # 17 NATURAL TEFLON ULTRA THIN WALL
912-811-5107 # 16 NATURAL TEFLON THIN WALL
912-811-5106 # 12 BLACK SPAGHETTI
912-811-5105 # 11 NATURAL TEFLON THIN WALL
912-811-5104 # 10 TEFLON SPAGHETTI
912-811-5103 # 9 NATURAL TEFLON THIN WALL
912-811-5102 # 7 PLASTIC
912-811-5101 # 1 PLASTIC
912-811-5100 # 8 TEFLON, THIN WALL

PART NUMBER SIZE DESCRIPITON

NOTES:
 1. ALL MATERIAL SUPPLIED TO SENSATA TECHNOLOGIES POWER CONTROLS
     MUST BE ROHS COMPLIANT AS DEFINED BY DIRECTIVE 2002/95/EC OF THE
     EUROPEAN PARLIAMENT AND OF THE COUNCIL OF 27 JANUARY 2003. THIS
     NOTE WILL TAKE PRECEDENT IN ANY CASE WHERE COMPLIANCE OF A 
     MATERIAL OR FINISH SPECIFICATION IS OPEN TO INTERPRETATION.
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912-811-5151 

   Ø6.5 0.2mm ID,      
0.28 0.05mm 

WALL,105  2mm 
LENGTH 

  HEAT-SHRINK TUBING. FLEXIBLE CROSS-LINKED POLYOLEFIN , COLOR BLACK,  
TEMP. RATED; 125 C, VOLTAGE RATED; 600 C, FLAME RATING; VW-1, CAT. No.: 
RSFR-H, APPROVED MATERIALS:  (UL FILE E203950).  REF. 07SC04243.

 912-811-5150 

  Ø6.5 0.2mm ID,      
0.28 0.05mm 

WALL,90  2mm 
LENGTH 

 HEAT-SHRINK TUBING. FLEXIBLE CROSS-LINKED POLYOLEFIN , COLOR BLACK,  
TEMP. RATED; 125 C, VOLTAGE RATED; 600 C, FLAME RATING; VW-1, CAT. No.: 
RSFR-H, APPROVED MATERIALS:  (UL FILE E203950).  REF. 07SC04243.

 912-811-5149
  Ø6.5 0.2mm ID,      

0.28 0.05mm WALL, 
120  2mm LENGTH

 HEAT-SHRINK TUBING. FLEXIBLE CROSS-LINKED POLYOLEFIN , COLOR BLACK,  
TEMP. RATED; 125 C, VOLTAGE RATED; 600 C, FLAME RATING; VW-1, CAT. No.: 
RSFR-H, APPROVED MATERIALS:  (UL FILE E203950).  REF. 07SC04243.

912-811-5148  Ø.12~.14 ID .02 WALL

FLAME RETARDANT HEAT-SHRINK TUBING. POLYOLEFIN PLASTIC, COLOR 
BLACK, .12~14 ID BEFORE SHRINKING, .02" WALL THICKNESS, 2:1 SHRINKAGE, 
TEMPERATURE RANGE -65 F TO 275 F, UL 224, UL VW-1 AND CSA.  APPROVED 
MATERIALS: 3M BRAND FP-301VW (UL FILE E-39100), WEICO BRAND SPO-1/8 
BLK-ULVW, TYCO-RAYCHEM VERSAFIT-1/8 (UL FILE E35586 VW-1).  REFERENCE 
836M025-4.

912-811-5147 CUT TO LENGTH OF .750, MAKE FROM 912-811-5131
912-811-5146 CUT TO LENGTH OF 1.500, MAKE FROM 912-811-5131
912-811-5145 CUT TO LENGTH OF 1.125, MAKE FROM 912-811-5131
912-811-5144 CUT TO LENGTH OF 2.500, MAKE FROM 912-811-5131

912-811-5143
# 16                                       

ID .051 MIN, .061 MAX.  
WALL .004 MIN., .008 MAX. 

TEFLON, LIGHT WEIGHT WALL

912-811-5142 CUT TO LENGTH OF 6.000 .250, MAKE FROM 912-811-5127
912-811-5141 # 6 INSULATED VINYL

912-811-5140
SUPPLIED ID .375 

RECOVERED ID .120 
RECOVERED WALL .055

GENERAL PURPOSE POLYOLEFIN SHRINK TUBING; THIN WALL, HEAT 
SHRINKABLE, ADHESIVE LINED. COLOR: BLACK, RATED FOR -55 C TO 135

912-811-5139
SUPPLIED ID .125 MIN. 

RECOVERED ID .062 MIN. 
RECOVERED WALL .020

GENERAL PURPOSE POLYOLEFIN IN SHRINK TUBING; COLOR: BLACK

PART NUMBER SIZE DESCRIPITON

NONE
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