
 

Style: SXL per SAE J1128 Jacketed Brake Cable

Insulation: PVC

Print Legend: NO PRINT

14/4 SXL BRAKE

Description: 14/4 19/27 BC SXL Brake 
SBR/SYL/DGN/SDB

Parent Number:

Stranding: 19/27 BC LHL

1.  JACKET MEETS FLUID COMPATIBILITY, RESISTANCE TO FLAME 
PROPAGATION, AND RESISTANCE TO OZONE AS TESTED PER SAE J1128 
WHEN EXTRUDED ON SINGLE CONDUCTOR PRODUCT.
2.  Temporary part number only - permanent part number to be assigned upon order.

Temperature: Inners:  125C, Jacket 80C

Notes:
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Waukegan, IL 60085
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DESCRIPTION
SPECIFICATION CREATED

MINOR 0.182

Tolerance +/- 0.010

MAJOR 0.533

Tolerance +/- 0.015

MIN AVG WALL 0.033

MIN WALL @ 1 PT. 0.028

Pattern: BROWN / YELLOW / DK GREEN / DK BLUE

Inner OD: 0.117"

Approved By:________________________________Date:___________

Title:________________________________Company Name:_______________________

Customer Approval:
This product complies with European Directive 2002/95/EC (RoHS)


