
Tpe LA
A ąexile teel conduit which i oth lited  Underwriter Laoratorie
Inc. and certiĄed  Canadian tandard Aociation. It oĂer
outtanding protection againt wet, oil condition and i permitted for
ue in expoed or concealed location.

Contruction:

Inner Core:

Liquidtight Jacket:

Application:
Thi conduit i intended for intallation in accordance with Article 350 of the NC

(ANI/NFPA-70) and in ection 14.5.4 of the ANI/NFPA-79 tandard for Indutrial Machiner:

Hot Dipped Galvanized teel•
3/8” – 1-1/4” quarelock ProĄle with continuou onding trip•
1-1/2” – 4” Full Interlocked ProĄle•

Flexile PVC•
Reitant to Oil and Mild Acid•
Flame Retardant•
unlight Reitant (UV)•

Lited and marked for Direct urial and in Poured Concrete•
For containment of 1000 volt and lower potential circuit•
uitale a a grounding conductor when ued for circuit rated up to 20A for the 3/8 &
1/2 inch trade ize and 60A for the 3/4 through 1-1/4 inch trade ize in length ix feet
or le per NC Article 250.118(7). Larger ize require eparate grounding conductor.

•

Intallation in hazardou (claiĄed) location:•

Cla I Div. 2: Article 501.10 ()(2) & 501.30 ()•
Cla II Div. 1: Article 502.1 (A)(2) & 502.30 () Div. 2: 502.10 ()(2)•
Cla III Div. 1: Article 503.10 (A)(2) & 503.30 () Div. 2: 503.10 (A)(2)•

Intalled under raied ąoor in Data Proceing Area Article 645.5 €(2)•
lectric ign and Outline Lighting over 1000 volt Article 600.7/600.32(A)(1)•
Permitted for ervice ntrance wiring to ix feet Article 230.43•
Ued a Feeder and ervice at Marina and oatard Article 553.7().•
Wiring on uilding Article 225.10•

Conductor ncloure Adjacent to Motor over 1000 V Article 430.223•

Lited File # 29278. Conform to

Underwriter Laoratorie

tandard ANI/UL-360 for

Liquidtight Flexile teel conduit.

CertiĄed File #LL18858. Conform

to CA 22.2 No.56 for ue per the

Canadian lectrical Code C22.1

ection 12-1300. FT1

W and RoH Compliant

 N IC 61386 ClaiĄcation

Code 444240650414 C

Declaration

ARRA:  For ARRA CertiĄcation

Letter, pleae click here

 

All Product Proudl Made in the UA

Product
Information

CRTIFICATION &
COMPLIANC

TANDARD COLOR
Machine Tool Gra and lack. Other

color availale upon requet.

 

http://www.electriflex.com/chemical-resistance-guide/
http://www.electriflex.com/wp-content/uploads/2016/06/Letter_of_RoHS_Conformance.pdf
http://www.electriflex.com/wp-content/uploads/2016/06/CE-Declaration-of-Conformance-LA-3-16.pdf
http://www.electriflex.com/wp-content/uploads/2016/06/Cert-of-Origin-LA-ARRA-10-15-E.pdf
http://www.electriflex.com/wp-content/uploads/2016/06/Eflexcolors.pdf
http://www.electriflex.com/
http://www.electriflex.com/


Product Tale
U Trade ize 3/8" 1/2" 3/4" 1" 1 1/4" 1 1/2" 2" 2 1/2" 3" 3 1/2" 4"

IO (MM) 16 20 25 32 40 50 63 70 80 90 100

CA (MM) 12 16 21 27 35 41 53 63 78 91 103

Tpe LA-10 LA-11 LA-12 LA-13 LA-14 LA-15 LA-16 LA-17 LA-18 LA-350 LA-19

Internal Diameter
Min (IN.) 0.484 0.622 0.820 1.041 1.380 1.575 2.020 2.480 3.070 3.500 4.000

Max (IN.) 0.504 0.642 0.840 1.066 1.410 1.600 2.045 2.505 3.100 3.540 4.040

Outer Diameter
Min (IN.) 0.690 0.820 1.030 1.290 1.630 1.865 2.340 2.840 3.460 3.960 4.460

Max (IN.) 0.710 0.840 1.050 1.315 1.660 1.900 2.375 2.875 3.500 4.000 4.500

Inide end Radiu
tatic (IN.) 2.0 3.0 4.2 5.5 7.0 4.5 6.0 8.0 10.0 11.0 12.0

Dnamic (IN.) 4.0 5.0 6.0 12.0 15.0 17.0 22.0 30.0 36.0 43.0 52.0

Weight L. per 100 Ft 29 32 53 82 102 124 145 192 252 308 350

tandard Length

Carton (Ft.) 100 100 100 100 50 50 50 25 25 25 25

Part # (Gra) 20101 21101 22101 23102 24102 25102 26102 27102 28102 28502 29102

Part # (lack) 20801 21801 22801 23802 24802 25802 26802 27802 28802 29502

Reel (Ft.) 500 500 500 400 200 150 100 275 175 175 100

Part # (Gra) 20103 21103 22104 23104 24104 25104 26104 27104 28104 28505 29105

Part # (lack) 20803 21803 22804 23804 24804 25804 26804 27805 28805 29505

Reel (Ft.) 1000 1000 1000

Part # (Gra) 20104 21104 22110

Part # (lack) 20804 21804 22810

Conductor ncloure Adjacent to Motor over 1000 V Article 430.223•
Underground ervice, Feeder, ranch Circuit, and Recreational Vehicle ite Feeder Circuit
Conductor Article 551.80

•

levator and Hoitwa Article 620.21•
Pool and Fountain Article 680•
odie of water. Article 682•
Fire Pump. Article 695•

WORKING
TMPRATUR
-30°C to 80°C Dr / 60°C Wet / 70°C Oil

quarelock with Filler: ize

3/8" - 1-1/14"

Interlock ize: 1-1/2" - 4"



Tpe CLA
Computer lue LA (CLA) i a liquidtight ąexile teel conduit

commonl ued for computer room intallation. The lue jacket

color eail identiĄe circuitr for computer power wiring. It i lited

 Underwriter Laoratorie Inc. and certiĄed  Canadian

tandard Aociation.

ee product detail 

Tpe ZHLA
Non-halogen, low moke and low ąame pread make Tpe ZHLA a

proven choice for application where limiting toxic material of

comution are an important iue. ince ZHLA i alo UL lited and

CA CertiĄed, it i ideal for Ąeld intallation in conĄned, pulic area

uch a uwa, tunnel, etc.

ee product detail 

Tpe ATLA
A liquidtight ąexile teel conduit deigned peciĄcall for extreme

hot or cold environment. The ąexile inner core i identical to that

found in Tpe LA. The peciall formulated PVC jacket remain

ąexile at low temperature and reit aging at elevated

temperature. It i lited  Underwriter Laoratorie Inc. and

certiĄed  Canadian tandard Aociation

ee product detail 

related product

http://www.electriflex.com/products/type-cbla/
http://www.electriflex.com/products/type-cbla/
http://www.electriflex.com/products/type-zhla/
http://www.electriflex.com/products/type-zhla/
http://www.electriflex.com/products/type-atla/
http://www.electriflex.com/products/type-atla/

