
 
CT-E1491 

IEWC PN: 0014CB-8CT 

 

CONDUCTORS:  #22 7/30 TC INSULATED WITH .023” PVC  

   #18 19/30 BC INSULATED WITH .023” PVC 

   #16 19/29 BC INSULATED WITH .023” PVC   

 

CABLING:  CABLE SEVEN (7) #22 7/30 TC, FIVE (5) #18 19/30 BC, 

AND TWO (2) #16 19/29 BC CONDUCTORS TOGETHER WITH 

POLYFIBRILATED FILLER FOR ROUNDNESS 

    

TAPE:    WRAP WITH A POLYESTER TAPE  

 

JACKET:  .047” CHROME PVC 

 

NOM OD:  .504” 

 

PRINT:   NO JACKET PRINT 

 

COLOR CODE :  #22 7/30 TC     #18 19/30 BC       #16 19/29 BC  

1) BROWN-WHITE    1)    RED      1)   GREEN-BLACK 

2) PURPLE     2)    BROWN      2)   GREEN-WHITE 

3) YELLOW     3)    GREEN 

4) WHITE-BLACK           4)    BLUE-WHITE 

5) ORANGE    5)     BLACK 

6) WHITE 

7) YELLOW-BLACK 

 

RATINGS:   RoHS COMPLIANT 

   -20C TO +105C 

   600V  

 

 


