
 
CT-E1619A 

PS93599.25.5.122 

EIGHT (8) TWISTED SHIELDED PAIRS 

 

CONDUCTORS:  #22 7/30 TINNED COPPER INSULATED WITH .010” PVC 

   (PER MIL-W-16878/1 B)  

INDIVIDUALLY 

SHIELDED 

PAIRS:   TWIST TWO (2) CONDUCTORS TOGETHER 

   #22 SOLID TINNED COPPER DRAIN WIRE 

   FOIL FREE EDGED ALUMINUM/POLYESTER TAPE SHIELD 

 

CABLING:  CABLE TOGETHER EIGHT (8) INDIVIDUALLY SHIELDED PAIRS 

 

TAPE SEPARATOR:  CLEAR POLYESTER TAPE SEPARATOR (OVER CABLED CORE) 

 

SHIELD:  TINNED COPPER BRAID SHIELD, 85% CVOERAGE 

 

JACKET:  .035” CHROME PVC (WITH NYLON RIP CORD) 

 

NOM OD:  .423” (.450” MAX) 

 

NO JACKET PRINT  

 

COLOR CODE PAIRS:  

1) BLACK / RED  5)  BLACK / YELLOW 

2) BLACK / WHITE 6)  BLACK / BROWN 

3) BLACK / GREEN 7)  BLACK / ORANGE 

4) BLACK / BLUE  8)  RED / WHITE 

 

 
 


