
 
 

CABLE TECHNOLOGY PN: CT-E5065 

IEWC PN:  2450P-8CTE 

25 PAIR #24  

 

CONDUCTORS:  #24 7/32 TC INSULATED WITH .010” SR PVC  

 

PAIRS:   TWIST TWO (2) CONDUCTORS TOGETHER 

 

CABLING:  CABLE TWENTY FIVE (25) PAIRS TOGETHER 

 

TAPE SEPARATOR: WRAP WITH A CLEAR MYLAR TAPE SEPARATOR   

 

RIP CORD:  PULL IN A NYLON RIP CORD UNDER JACKET 

 

JACKET:  .035” CHROME GRAY PVC 

 

NOM OD:  .496” 

 

PRINT IN BLACK: E83482 24 AWG TYPE CL2 90°C (UL)...AWM 2464 80°C 300 VOLTS  

 

COLOR CODE PAIRS:  
1) WHITE PAIRED WITH BLUE 

2) WHITE PAIRED WITH ORANGE 
3) WHITE PAIRED WITH GREEN 

4) WHITE PAIRED WITH BROWN 

5) WHITE PAIRED WITH GRAY 
6) RED PAIRED WITH BLUE 

7) RED PAIRED WITH ORANGE 

8) RED PAIRED WITH GREEN 
9) RED PAIRED WITH BROWN 

10) RED PAIRED WITH GRAY 

11) BLACK PAIRED WITH BLUE 
12) BLACK PAIRED WITH ORANGE 

13) BLACK PAIRED WITH GREEN 

 

 

WEIGHT PER 1000’  143 LBS 

COPPER WEIGHT: 74 LBS 

 

 

 

 

14) BLACK PAIRED WITH BROWN 
15) BLACK PAIRED WITH GRAY 

16) YELLOW PAIRED WITH BLUE 

17) YELLOW PAIRED WITH ORANGE 

18) YELLOW PAIRED WITH GREEN 

19) YELLOW PAIRED WITH BROWN 

20) YELLOW PAIRED WITH GRAY 
21) VIOLET PAIRED WITH BLUE 

22) VIOLET PAIRED WITH ORANGE 

23) VIOLET PAIRED WITH GREEN 
24) VIOLET PAIRED WITH BROWN 

25) VIOLET PAIRED WITH GRAY 


