
 
 

SPECIAL COMPOSITE CABLE – OUTDOOR RATED 

1/PR #18 SHIELDED + 4/C #24  

BLACK TPE JACKET 

CT-E682D 

 

COMPONENT 

ONE SHIELDED PAIR: TWO (2) CONDUCTORS OF #18 16/30 TC INSULATED WITH .010” PVC 

   TWISTED INTO A PAIR (RED / WHITE) 

   WRAPPED WITH FOIL SHIELD WITH DRAIN WIRE (UNDER SHIELD) 

SINGLE  

CONDUCTORS:  FOUR (4) SINGLES OF #24 7/32 TC INSULATED WITH .010” PVC 

   VIOLET, BROWN, BLUE, YELLOW 

 

CABLING:  CABLE THE ONE COMPONENT AND FOUR SINGLES TOGETHER 

 

TAPE SEPARATOR: WRAP WITH A CLEAR POLYESTER TAPE SEPARATOR   

 

JACKET:  .030” BLACK –50ºC TO +125ºC TPE JACKET 

 

NOM OD:  .260” +/-.012” 

 

PRINT IN WHITE: OUTDOOR RATED –50ºC TO +125ºC – UV / OIL / GAS / SALT   

   RESISTANT 

 

 

 

 

 


