
zz Used for lighting fixture 
installation as well as many 
other electrical equipment 
uses.

zz Reduces jobsite labor and 
material costs.

CONSTRUCTION:
zz UL Listed flexible metal conduit.

zz Stranded (stock) or solid THHN wire 
with 6" leads.

zz Internal, zinc die-cast fittings with steel 
locknuts.

zz Fixture whips are made per NEC 
requirements unless otherwise 
specified and are UL Listed under 
Wiring Assemblies (QQYX) category.

zz AWG 14 = 15 Amp.

zz AWG 12 = 20 Amp.

ALSO AvAILABLE:
zz Aluminum Conduit Pre-Assembled 

Whips.

zz Liquatite Metallic Whips.

zz Solid Conductors.

zz Snap-In Connectors.

zz Additional configurations available 
upon request.

zz Packaged in 25 piece cartons and 250 
piece drums.

RoHS and WEEE Compliant.

Flexible Whips
Flexible Metal Pre-assembled Whips

NEW

Trade Size (In.) Length (In.) Wire Gauge Color Config. Quantity Part #

3/8 72 12/2 Black-White 25, 250 SW10122

3/8 72 12/3 Black-White-Green 25, 250 SW10123

3/8 72 14/2 Black-White 25, 250 SW10142

3/8 72 14/3 Black-White-Green 25, 250 SW10143

3/8 72 14/4 Black-White-Red-Green 25, 250 SW10144

3/8 72 18/2 Black-White 25, 250 SW10182

3/8 72 18/3 Black-White-Green 25, 250 SW10183

31   www.electriflex.com

U
n

jacketed
 M

etallic


