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HDMI

High Speed HDMI Cable with Ethernet

High Speed HDMI Cable

Type Model Length
 (m)

O.D.
(mm)

HDMI - HDMI 

WHT

HDM006E 0.6

6.0 

HDM01E 1

HDM015E 1.5

HDM02E 2

HDM03E 3

HDM05E 5 7.0 

HDMI - HDMI (Blister Packaged)

BLK
MOQ: 16 pcs (3m or less) 
         12 pcs (5m)

HDM009ED 0.9

6.0 

HDM015ED 1.5

HDM02ED 2

HDM03ED 3

HDM05ED 5 7.0 

L

L

comes in a blister package

Type Model Length
 (m)

O.D.
(mm)

HDMI - HDMI 

BLK
HDMI Ethernet Channel

not supported

HDM006 0.6

5.5

HDM01 1

HDM015 1.5

HDM02 2

HDM03 3

HDM05 5 6.5

Type Model Length
 (m)

O.D.
(mm)

HDMI - HDMI 

L

Source-side Monitor-side

BLK

HDM07E-EQ 7 6.0 

HDM10E-EQ 10 7.0 

HDM15E-EQ 15 8.0 

HDMI - HDMI 

L

Source-side Monitor-side

BLK
HDMI Ethernet Channel

not supported

HDM20-EQ 20 9.0 

Note: Active HDMI cables are directional. Please pay attention to the plug shapes.

L

Active HDMI Cable HDMI cable built-in equalizer.

HDMI Extender

Model Description

HDE100CP-EX Package includes TX unit, RX unit, IR cables, AC/DC 
adapter, and wall mount tabs

TX: 115 x 32 x 91 mm, 230g
RX: 115 x 29 x 81 mm, 170g

Key Features and Benefits
● 100m@1080p, 70m@4K with Cat6 STP 24AWG
● Power over Ethernet (PoE)
● Bi-directional RS-232 and wideband IR extension.
● CEC/HDCP passthrough
Note:  Max. lengths may vary depending on cables.
         HEC and ARC are not supported.

Note: HDE100CP-EX does not include Ethernet/HDMI/RS232 cables.

<Connection Example>

HDE100CP-EX

TXExtend uncompressed HDMI signal up to 100 meters over a Cat6 STP cable.
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