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BGR Series Gangable Rack Enclosures
BG

R Series G
angable Rack Enclosures

Structural Features 
• Breakthrough design provides more useable rack height – for example, the 45 space version overall
 height is shorter than 44 space alternative models
• Accepts patent-pending LeverLock™ system accessories for fast, flexible cable management
 and mounting of small devices such as interface boxes, power supplies, and relay modules 
• Unique new extender bay adds 3” of useable depth to the front or rear of the enclosure at any time.
 Extender bays allow the use of existing doors and can even be stacked for greater depths
• Pre-threaded ganging holes allow ganging while fully loaded
• Wide open bottom accepts multiple base options
• Standard front and rear adjustable wide, heavy-gauge, 10-32 threaded rackrail with numbered
 rackspace increments speeds equipment mounting
• Labels included to indicate rail position front to back 
• Finished in a durable black textured powder coat
Thermal Management
• Top options include solid, vented, and thermostatically controlled DC fan tops for efficiency
• Standard vented door accepts optional doors
Cable Management
• Accepts LeverLock™ system tool free cable management accessories
• Cable entry choices include generous laser knockouts and choice of trade size openings and/or
 grommetted pass-throughs
• The generous 21” wide top opening provides for full-width cable and conduit entry, and includes
 vertical cable entry tie points on both sides
• Optional brush grommet rear door kit can be mounted top or bottom to provide a large cable
 passage with easy access to the cables without fishing

Regulatory / Certifications
• Static load capacity - 12,000 lbs.
• UL Listed in the US and Canada. UL Listed load capacity - 3,000 lbs.
• Seismic certified to the following codes and standards: 2007 & 2010 CBC; 2006, 2009 &
 2012 IBC; ASCE 7-05 (2005 Edition) & ASCE 7-10 (2010 Edition) and the 2006 & 2009
 editions of NFPA 5000 for use in areas of high seismicity – Zone 4 or Seismic Design Category
 (SDC) “D”.  These are designed for Mission Critical and/or High-Importance Installations in
 locations with the highest level of seismicity and top floor or rooftop installations including those
 within UBC and CBC Essential facilities or IBC, ASCE 7, and NFPA 5000 Seismic Use Group III
 facilities. For all codes, the Importance factor (Ip) is 1.5. Seismic Certified load capacity of
 1,175 lbs. when used with BGR-Z4 or BGR-ISO-Z4 seismic floor anchor brackets.
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Fits
Part #

Front Doors Rear Doors

Solid
Top

Top
Rail

Reducer
Vented

Top

Fan Tops*

Solid Plexi Vented

Curved
Door

Vented

Curved
Door
Plexi

Cable Entry 
Rear Door** 552 CFM 276 CFM

552 CFM
with

Controller

276 CFM 
with

Controller

Top
A

BGR-1927 BFD-19 BPFD-19 BVFD-19 VFD-19A PFD-19A BGR-RDC19 – – – – – – –

BGR-2527 BFD-25 BPFD-25 BVFD-25 VFD-25A PFD-25A BGR-RDC25 – – – – – – –

BGR-2532 BFD-25 BPFD-25 BVFD-25 VFD-25A PFD-25A BGR-RDC25 – – – – – – –

Top
B

BGR-3827 BFD-38 BPFD-38 BVFD-38 VFD-38A PFD-38A BGR-RDC38 BGR-STP9 BGR-TRR9 BGR-LVT9 BGR-552FT BGR-276FT BGR-552FT-FC BGR-276FT-FC

BGR-3832 BFD-38 BPFD-38 BVFD-38 VFD-38A PFD-38A BGR-RDC38 BGR-STP9 BGR-TRR9 BGR-LVT9 BGR-552FT BGR-276FT BGR-552FT-FC BGR-276FT-FC

BGR-4127 BFD-41 BPFD-41 BVFD-41 VFD-41A PFD-41A BGR-RDC41 BGR-STP9 BGR-TRR9 BGR-LVT9 BGR-552FT BGR-276FT BGR-552FT-FC BGR-276FT-FC

BGR-4132 BFD-41 BPFD-41 BVFD-41 VFD-41A PFD-41A BGR-RDC41 BGR-STP9 BGR-TRR9 BGR-LVT9 BGR-552FT BGR-276FT BGR-552FT-FC BGR-276FT-FC

BGR-4138 BFD-41 BPFD-41 BVFD-41 VFD-41A PFD-41A BGR-RDC41 BGR-STP9 BGR-TRR9 BGR-LVT9 BGR-552FT BGR-276FT BGR-552FT-FC BGR-276FT-FC

BGR-4527 BFD-45 BPFD-45 BVFD-45 VFD-45A PFD-45A BGR-RDC45 BGR-STP9 BGR-TRR9 BGR-LVT9 BGR-552FT BGR-276FT BGR-552FT-FC BGR-276FT-FC

BGR-4532 BFD-45 BPFD-45 BVFD-45 VFD-45A PFD-45A BGR-RDC45 BGR-STP9 BGR-TRR9 BGR-LVT9 BGR-552FT BGR-276FT BGR-552FT-FC BGR-276FT-FC

BGR-4538 BFD-45 BPFD-45 BVFD-45 VFD-45A PFD-45A BGR-RDC45 BGR-STP9 BGR-TRR9 BGR-LVT9 BGR-552FT BGR-276FT BGR-552FT-FC BGR-276FT-FC

*All fan tops come with blank panels to close top of rack. **Order with part # ‘LRD’. For more info refer to pgs. 10-11

SideFront

Top A Top BBase of Rack

Front rack face
vented top and
bottom to promote
passive ventilation

Front and rear accept
Extender Bay to add
3” of useable depth
with existing doors

Wide bottom opening
accepts multiple base 
options including platform
and caster bases

Adapts 21” wide
top opening to hold
standard 19” panels

Tops and top
panels fit 21” 
wide top opening

Two capacities 
available with or 
without controller

Single point corner 
mounts for seismic
and floor anchoring

Generous 21” wide
top opening provides
full width cable and
conduit entry

Integral vertical cable
entry tie points along
both sides of top opening

Laser knockouts
in corners
accommodate cable
ladder mounting, etc.

Accepts fan tops which
include quiet, energy
efficient 12V DC fans

Rear

Removable split rear 
plates allow cable bundles
to be easily passed under
the BGR standard door

Rear door latches
closed without key

1/2”, 5/8”, 1” x 1-1/4” 
electrical knockouts found 
on 1-5/16” X 7-1/2” laser 
knockout plate, additionally 
includes 1/2” ‘D’ UHF/VHF 
antenna knockouts

Pre-threaded
ganging holes

Rail depth
indicator

Frame includes
patent-pending
LeverLock™ System
mounting points

Solid Top Panel

Vented Top

Fan TopsTop Rail Reducer

NEW!

Custom tops available
call for details
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BGR Series Enclosure Options
BG

R Series Enclosure O
ptions
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Accommodates Bays Riser Bases
Raised Floor 
Riser Feet

Raised Floor 
Support Angles

Seismic Riser 
Bases

Seismic Brackets    
(1 Set Required Per Rack)

Rack
Isolation Kit

Multi-Bay Floor
Layout Template

BGR 27" depth racks 1 RIB-1-BGR-27 VFEET-1-12 BANGLE-1 – – – BGR-TEMP-27

BGR 27" depth racks 2 RIB-2-BGR-27 VFEET-2-12 BANGLE-2 – – – BGR-TEMP-27

BGR 27" depth racks 3 RIB-3-BGR-27 VFEET-3-12 BANGLE-3 – – – BGR-TEMP-27

BGR 27" depth racks 4 RIB-4-BGR-27 VFEET-4-12 BANGLE-4 – – – BGR-TEMP-27

BGR 27" depth racks 5 RIB-5-BGR-27 VFEET-5-12 BANGLE-5 – – – BGR-TEMP-27

BGR 32" depth racks 1 RIB-1-BGR-32 VFEET-1-12 BANGLE-1 SRB-1-BGR-3224 BGR-Z4/BGR-ISO-Z4 BGR-ISO BGR-TEMP-32

BGR 32" depth racks 2 RIB-2-BGR-32 VFEET-2-12 BANGLE-2 SRB-2-BGR-3224 BGR-Z4/BGR-ISO-Z4 BGR-ISO BGR-TEMP-32

BGR 32" depth racks 3 RIB-3-BGR-32 VFEET-3-12 BANGLE-3 SRB-3-BGR-3224 BGR-Z4/BGR-ISO-Z4 BGR-ISO BGR-TEMP-32

BGR 32" depth racks 4 RIB-4-BGR-32 VFEET-4-12 BANGLE-4 – – – BGR-TEMP-32

BGR 32" depth racks 5 RIB-5-BGR-32 VFEET-5-12 BANGLE-5 – – – BGR-TEMP-32

BGR 38" depth racks 1 RIB-1-BGR-38 VFEET-1-12 BANGLE-1-38 SRB-1-BGR-3824 BGR-Z4/BGR-ISO-Z4 BGR-ISO BGR-TEMP-38

BGR 38" depth racks 2 RIB-2-BGR-38 VFEET-2-12 BANGLE-2-38 SRB-2-BGR-3824 BGR-Z4/BGR-ISO-Z4 BGR-ISO BGR-TEMP-38

BGR 38" depth racks 3 RIB-3-BGR-38 VFEET-3-12 BANGLE-3-38 SRB-3-BGR-3824 BGR-Z4/BGR-ISO-Z4 BGR-ISO BGR-TEMP-38

BGR 38" depth racks 4 RIB-4-BGR-38 VFEET-4-12 BANGLE-4-38 – – – BGR-TEMP-38

BGR 38" depth racks 5 RIB-5-BGR-38 VFEET-5-12 BANGLE-5-38 – – – BGR-TEMP-38

NOTE: Crating Services available, see web or call for details.

Options

NEW!

Rail Depth Indicator

front to rear markings on rail bracket 
allow for easy rail placement

Fits

3" Front
or Rear

Extender 

 Cable Chase
Lift Off

Front & Back
Only

Cable Chase
Top
Only

Front
Trim 
Kit

(Silver)

Front
Trim 
Kit

(Black)

Front Doors

Cable 
Entry Rear 

DoorSolid Plexi Vented
Curved Door

Vented
Curved Door

Plexi

BGR 45 space racks BGR-45-EXT3 BGR-CC-45FB BGR-CC-38LT BGR-TRIM45 BGR-TRIM45B BFD-45 BPFD-45 BVFD-45 VFD-45A PFD-45A BGR-RDC45

BGR 41 space racks BGR-41-EXT3 BGR-CC-41FB BGR-CC-32LT BGR-TRIM41 BGR-TRIM41B BFD-41 BPFD-41 BVFD-41 VFD-41A PFD-41A BGR-RDC41

BGR 38 space racks – BGR-CC-38FB BGR-CC-27LT BGR-TRIM38 BGR-TRIM38B BFD-38 BPFD-38 BVFD-38 VFD-38A PFD-38A BGR-RDC38

BGR 25 space racks – – – BGR-TRIM25 BGR-TRIM25B BFD-25 BPFD-25 BVFD-25 VFD-25A PFD-25A BGR-RDC25

BGR 19 space racks – – – BGR-TRIM19 BGR-TRIM19B BFD-19 BPFD-19 BVFD-19 VFD-19A PFD-19A BGR-RDC19

Commercial 
Caster Kit
(adds 1”)

Inner
Platform

Base
Leveling

Feet*

Seismic
Anchor

Kit

Ground
Isolation

Kit

Seismic 
Ground 
Iso Kit

21” wide
Solid Top
Panels

Vented
Top

Panels

Top Rail
Reducer

Kits
Fan
Tops

Thermostatically
Controlled
Fan Tops

Set of 2 BGR 
Drift Pins

for Ganging 
Racks

Vent
Blocker

Kit

Rear Door 
Document 

Pocket

CBS-BGR BS-BGR LF-HD BGR-Z4 BGR-ISO BGR-ISO-Z4 BGR-STP3 – – BGR-276FT
(276 CFM)

BGR-276FT-FC
(276 CFM)

TDRIFT VBK-BGR
(for BGR)

DOC-SACK

– – – – – – BGR-STP4 – BGR-TRR4 BGR-552FT
(552 CFM)

BGR-552FT-FC
(552 CFM)

– VBK-BGR-SA
(for BGR-SA)

–

– – – – – – BGR-STP9 BGR-LVT9 BGR-TRR9 – – – – –

 *Leveling Feet adjust from 7/8” to 2-3/4”


