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Catalog Wire Size

Number Aluminum Terminals and Splices ACM and ACO Pin Connectors CPM Pin Connectors
ILD-1
ILD-2 8
ILD-3 6
ILD-4 4
ILD-5
ILD-6
ILD-7 2, 1
ILD-8 1/0 6, 4, 2, 1
ILD-9 6, 4, 2, 1
ILD-10 2/0, 3/0
ILD-11
ILD-12 4/0 1/0, 2/0, 3/0, 4/0 1/0, 2/0, 3/0, 4/0
ILD-13 250kcmil
ILD-14 300kcmil, 350kcmil 250kcmil, 300kcmil, 350kcmil 250kcmil, 300kcmil, 350kcmil
ILD-15
ILD-16 400kcmil
ILD-16A *500kcmil 400kcmil, 500kcmil 400kcmil,500 kcmil
ILD-17 *600kcmil, *700 kcmil
ILD-18 *750kcmil 600kcmil, 750kcmil 600 kcmil,750 kcmil

Compression Die Index

Compressor Dies For ILC-12-N, ILC-12H-N, ILCB-12-N, ILC-15H,
ILC-12, ILC-12H, ILC-14, ILC-14H, ILCB-12, ILC-15, ILC-750

* Cannot be used on Sleeves with ILC-12-N, ILC-12H-N, ILC-12 and ILC-12H tools

Catalog Class B/C Copper Wire Only Fine Strand Copper Wire Only

Number Series CS, CL, CT, CTL Series CS, CL, CT, CTL
ILD-21 8 AWG 8  FLEX CLASS G,H,I,K,M,DLO
ILD-24 6 AWG, 5 AWG 6  FLEX CLASS G,H,I,K,M,DLO
ILD-29 4-3 AWG 4  FLEX CLASS G,H,I,K,M,DLO
ILD-33 2 AWG - 
ILD-37 1 AWG 2  FLEX CLASS G,H,I,K,M,DLO
ILD-42 1/0 AWG 1  FLEX CLASS G,H,I,K,M,DLO
ILD-45 2/0 AWG 1/0  FLEX CLASS G,H,I,K,M,DLO
ILD-50 3/0 AWG 2/0  FLEX CLASS G,H,I,K,M,DLO
ILD-54 4/0 AWG 3/0   FLEX CLASS G,H,I,K,M,DLO
ILD-62 250kcmil 4/0  FLEX CLASS G,H,I,K,M,DLO
ILD-66 300kcmil 250 G,H
ILD-71 350kcmil 250 I,K,M, 262 DLO
ILD-76 400kcmil 300 G,H,I,K,M, 313 DLO
ILD-87 500kcmil 350 G,H,I,K,M, 373 DLO
ILD-94 600kcmil 400 G,H,I,K,M, 444 DLO
ILD-99 700kcmil 500 G,H,I,K,M, 535 DLO
ILD-106 750kcmil 600 G,H,I,M, 646 DLO
ILD-125 1000kcmil 750 G,H,I, 777 DLO

Compressor Dies For ILC-12, ILC-12-N, ILC-12H, ILC-12H-N,
ILCB-12, ILCB-12-N, ILC-14, ILC-14H, ILC-15, ILC-15H, ILC-750
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Catalog For Use With
Number Aluminum Compression Connectors Copper Compression Connectors

ND-0 HT-1, HT-2, AH-1 GGC-1, GGA-1, GGA-2, GGA-4

ND-BG PICS-61 thru PICS-78 ULT-4, ULT-5

ND-C ULT-6, ULT-7

ND-K-840 UCS-2/0, UCS-3/0, UCS-4/0, UCS-250, PICS-834 thru PICS-869

Compression Dies

TYPE W DIES FOR

ND-60
ND-58
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Catalog Figure
Number Number Description

ILD-ADP 1 Permits ILD-1 to ILD-18 to be inserted in ILC-15 tool

ILD-UADP 2 Permits ILD-1 to ILD-18 to be inserted in ILC-15H tool

ILD-PADP 3 Permits “P” style dies to be inserted in ILC-15H tool

Compression Dies

Die Adaptors

Figure 1

Catalog Figure For Use With
Number Number Aluminum Compression Connectors Copper Compression Connectors

ILD-K-840*+ 1 UCS-2/0, UCS-3/0, UCS-4/0, UCS-250, PICS-834 thru PICS-869

ILD-C*+ 1 ULT-6, ULT-7, ELT-1

ILD-D3*+ 1 HT-2, HT-3, HT-4, HT-5, HT-7, AH-2, AH-3, AH-4 ULT-12

ILD-0* 1 HT-1, HT-6, HT-8, AH-1 GGC-1, GGA-1, GGA-2, GGA-4, ELT-2, ELT-4

ILD-N*+ 1 AH-5, AH-6, AH-7

ILD-KR+ 2 AH-8, AH-9, AH-10, AH-11, AH-12 AH-10, AH-11, AH-12

ILD-U997*+ 1 GGA-2, GGA-3, GGA-5, GGC-2, GGC-3, GGC-4
ELT-3, ELT-5

ILD-U998+ 1 GGA-4, GGA-5, GGC-5, GGC-6, GGC-7, RLT

ILD-P998 2 Can only be used with ILC-15 or ILC-15H GGA-4, GGA-5, GGC-5, GGC-6, GGC-7, RLT

ILD-P999 2 Can only be used with ILC-15 or ILC-15H GGA-6, GGC-8

ILD-U1011+ 1 GGA-6, GGC-8, ELT-6, RLT

ILD-P1011o 2 GGA-6, GGC-8, RLT

ILD-UBG 1 PICS-61 thru PICS-78 ULT-4, ULT-5

ILD-P302 1 ALNN

FOR TYPE

ILC-15
ILC-15H
ILC-750

FOR TYPE

ILC-15
ILC-15H

* May also be used with ILC-12-N, ILC-12H-N, ILCB-12-N, ILC-12, ILC-12H, ILCB-12
+ Must be used with ILD-ADP when using ILC-15, must be used with ILD-PADP when using ILC-15H
o Must be used with ILD-PADP when using ILC-15H
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