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ÖLFLEX®

Flexible Power & Control Cable

Recommended SKINTOP® assumes minimal OD variance. Additional configurations are available; please see our SKINTOP® section.  
If not otherwise specified, all values relating to the product are nominal values. For current information go to our website. 

Halogen-Free Cable

ÖLFLEX® CLASSIC 110 CH

ÖLFLEX® CLASSIC 110 H

Part
Number

Number of 
Conductors

(incl. ground)

Nominal Outer 
Diameter

Copper 
Weight

Approx.
Weight

SKINTOP®

Non-Metallic
PG Thread(in) (mm) (lbs/mft) (lbs/mft)

20 AWG (0.50 mm²)
10019901 3 0.213 5.4 10  33 S1107
10019903 4 0.228 5.8 13  39 S1107
10019905 5 0.248 6.3 16  46 S1109
10019906 7 0.272 6.9 23  58 S1109
10019907 12 0.358 9.1 39  95 S1111

18 AWG (1.00 mm²)
10019961 3 0.240 6.1 19  48 S1107
10019963 4 0.260 6.6 26  58 S1109
10019965 5 0.287 7.3 32  70 S1111
10019967 7 0.319 8.1 45  93 S1111
10019969 12 0.421 10.7 77  151 S1113
10019971 18 0.508 12.9 116  220 S1116
10019972 25 0.591 15.0 161  299 S1121

16 AWG (1.50 mm²)
10019931 3 0.268 6.8  29  63 S1109
10019932 4 0.291 7.4  39  77 S1111
10019933 5 0.327 8.3  48  95 S1111
10019934 7 0.354 9.0  68  124 S1111
10019935 12 0.480 12.2  116  207 S1116
10019937 18 0.575 14.6  174  302 S1121
10019938 25 0.677 17.2  242  415 S1121

Part
Number

Number of 
Conductors

(incl. ground)

Nominal Outer 
Diameter

Copper 
Weight

Approx.
Weight

SKINTOP®

Non-Metallic
PG Thread(in) (mm) (lbs/mft) (lbs/mft)

14 AWG (2.50 mm²)
10019945 3 0.327 8.3 48 98 S1111
10019946  4 0.354 9.0 65 121 S1111
10019947  5 0.398 10.1 81 149 S1113
10019948  7 0.441 11.2 113 198 S1113
10019949  12 0.594 15.1 194 330 S1121

12 AWG (4 mm²)
10019950  4 0.425 10.8 103 180 S1113
10019951  5 0.476 12.1 129 220 S1116
10019952  7 0.528 13.4 181 294 S1116

10 AWG (6 mm²)
10019953  4 0.512 13.0 155 263 S1116
10019954  5 0.571 14.5 194 321 S1121
10019975  7 0.630 16.0 271 429 S1121

8 AWG (10 mm²)
10019851 4 0.638 16.2 258 427 S2121

6 AWG (16 mm²)
10019849 4 0.740 18.8 413 625 S2129

4 AWG (25 mm²)
10019854 4 0.925 23.5 645 969 S2129

2 AWG (35 mm²)
10019856 4 1.050 26.6 912 1288 S2136

Part
Number

Number of 
Conductors

(incl. ground)

Nominal Outer 
Diameter

Copper 
Weight

Approx.
Weight

SKINTOP®

MS-SC
PG Thread(in) (mm) (lbs/mft) (lbs/mft)

20 AWG (0.50 mm²)
10035031 3 0.291 7.4 24 64 53112220
10035033 4 0.315 8.0 28 75 53112220
10035035 5 0.339 8.6 32 85 53112220
10035036 7 0.358 9.1 40 99 53112220
10035037 12 0.453 11.5 61 152 53112240

18 AWG (1.00 mm²)
10035056 3 0.331 8.4 35 85 53112220
10035058 4 0.350 8.9 49 106 53112220
10035060 5 0.382 9.7 56 115 53112230
10035061 7 0.406 10.3 65 141 53112230
10035062 12 0.535 13.6 113 233 53112240
10035063 18 0.618 15.7 158 319 53112250
10035064 25 0.701 17.8 210 411 53112260

16 AWG (1.50 mm²)
10035068 3 0.354 9.0 46 104 53112220
10035070 4 0.386 9.8 58 125 53112230
10035071 5 0.413 10.5 69 144 53112230
10035072 7 0.449 11.4 90 181 53112240
10035073 12 0.591 15.0 156 299 53112250
10035074 18 0.685 17.4 220 410 53112260
10035075 25 0.803 20.4 311 566 53112260

Part
Number

Number of 
Conductors

(incl. ground)

Nominal Outer 
Diameter

Copper 
Weight

Approx.
Weight

SKINTOP®

MS-SC
PG Thread(in) (mm) (lbs/mft) (lbs/mft)

14 AWG (2.50 mm²)
10035089 3 0.413 10.5 69 148 53112230
10035090 4 0.449 11.4 87 178 53112240
10035091 5 0.500 12.7 106 216 53112240
10035092 7 0.551 14.0 150 284 53112250
10035093 12 0.705 17.9 242 443 53112260

12 AWG (4 mm²)
10035094 4 0.535 13.6 140 262 53112240
10035095 5 0.587 14.9 169 311 53112250
10035096 7 0.638 16.2 224 395 53112250

10 AWG (6 mm²)
10035097 4 0.622 15.8 198 347 53112250
10035098 5 0.681 17.3 239 414 53112260
10035099 7 0.740 18.8 322 532 53112260

8 AWG (10 mm²)
10035380 4 0.752 19.1 310 530 53112260

6 AWG (16 mm²)
10035382 4 0.878 22.3 489 775 53112260

4 AWG (25 mm²)
10035384 4 1.063 27.0 755 1214 53112270

2 AWG (35 mm²)
10035386 4 1.197 30.4 1028 1560 53112270


