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MASONRY BOXES - 2-1/2" DEEP 
14.0 CUBIC INCHES PER GANG

Catalogue 
Number

Description Width Height
Concentric Knockouts

1/2 (16), 3/4 (21), 1 (27) 1/2 (16), 3/4 (21)

MBS-1-K Masonry Box 2" 3-3/4" 1 7

MBS-2-K 2-Gang Masonry Box 3-13/16" 3-3/4" 1 11

MBS-3-K 3-Gang Masonry Box 5-10/16" 3-3/4" 1 15

MBS-4-K 4-Gang Masonry Box 7-7/16" 3-3/4" 1 19

MBS-5-K 5-Gang Masonry Box 9-1/4" 3-3/4" 1 23

MBS-6-K 6-Gang Masonry Box 11-1/16" 3-3/4" 1 27

MBS-P Partition 11-1/16" 3-3/4" - -

MASONRY BOXES - 3-1/2” DEEP 
21.0 CUBIC INCHES, 344 ML

Catalogue 
Number

Description Width Height
Concentric Knockouts

1/2 (16), 3/4 (21), 1 (27) 1/2 (16), 3/4 (21)

MBD-1-K Masonry Box 2" 3-3/4" 1 9

MBD-2-K 2-Gang Masonry Box 2" 3-3/4" 1 15

MBD-3-K 3-Gang Masonry Box 2" 3-3/4" 1 21

MBD-4-K 4-Gang Masonry Box 2" 3-3/4" 1 27

MBD-5-K 5-Gang Masonry Box 2" 3-3/4" 1 33

MBD-6-K 6-Gang Masonry Box 2" 3-3/4" 1 39

MBD-P Partition - 3-3/4" - -

APPLICATION
Masonry boxes are used for the 
flush installation of devices in 
masonry construction.

PRODUCT FEATURES
2, 3, and 4-gang masonry 
boxes allow for the installation 
of partitions. The following 
partitions are available:

Partition MBS-P is designed 
for use with MBS-2, MBS-3 
and MBS-4 boxes.

Partition MBD-P is designed 
for use with MBD-2, MBD-
3 and MBD-4 boxes. 
Once these partitions are 
installed, the masonry box 
meets Canadian Electrical 
Code requirements allowing 
the installation of devices 
connected to different power 
sources within the same box.

COMPLIANCE
All Hubbell boxes are CSA 
certified, unless otherwise 
stated, and meet the 
requirements of the Canadian 
Electrical Code.  File numbers 
are avaialble upon request.
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STANDARD MASONRY BOXES

     MBS-1-K MBS-2-K MBS-3-K MBS-4-K

MBS-5-K                   MBS-6-K MBS-P

     MBD-1-K MBD-2-K MBD-3-K MBD-4-K

MBD-5-K                   MBD-6-K MBD-P


