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A remote switch or key that provides remote up/down sequence initiation.  Status LED indicators are also provided on some switches and connect to
our USC-6R Universal Sequencing Controller via a convenient RJ-45 jack and terminal block.  Decora® mount switches mount only to Middle Atlantic 
Products with Decora® shaped openings (panels and racks).

Remote Switches

Part # Description Controls

USC-SWL remote wall plate switch with LED status indicators USC-6R

USC-KL remote wall plate keyswitch with LED status indicators USC-6R

USC-SW remote wall plate switch (no LEDs) MPR-SEQ, MPR-SEQ-1C, PDS Series, USC-6R

USC-K remote wall plate keyswitch (no LEDs) MPR-SEQ, MPR-SEQ-1C, PDS Series, USC-6R

K-DEC* remote Decora® mount keyswitch (no LEDs) MPR-SEQ, MPR-SEQ-1C, PDS Series, USC-6R

S-DEC* remote Decora® mount switch (no LEDs) MPR-SEQ, MPR-SEQ-1C, PDS Series, USC-6R

USC-KEY additional set of keys for USC-KL or K-DEC –

 *Mounts ONLY in Middle Atlantic Products Decora® openings (panels and racks).
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Sequencing Controllers for MPR and Contact Closure - Triggered Devices

Six-step sequencing provided by rackmount USC-6R sequencer, raceway mount MPR-SEQ or stand-alone MPR-SEQ-1C. Provides sequencing 
to any AC power distribution system that can be controlled by low voltage switch closure. Sequencing may be initiated locally via convenient 
front panel switch or by any momentary contact closure switch (single pole, double throw, center off). Remote switches are also available.  
The single rackspace USC-6R rackmount sequencer additionally features an interval delay selector of 1, 3 or 6 seconds between steps 
andfour different start delay settings to allow up to three USC-6R units to be interconnected to operate as a single, 18-step unit.

Part # Description Steps Control Options Interval Delay*

MPR-SEQ raceway mount controller 6 individually sequenced contact closure 2 seconds

MPR-SEQ-1C stand-alone controller 6 individually sequenced contact closure 2 seconds

USC-6R rackmount sequencing controller 6 individually sequenced contact closure 1, 3, or 6 seconds
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Custom times available - call for details.


