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I N D U S T R I E S

Insulation UL CSA AWG Size Voltage Temperature
Material Style Classification Range Rating (Volts) Rating (° C.)

PTFE 1164 Class I Group A/B FT1 30-10 300 150
1180 Class I Group A/B FT1 28-10 300 200
1198 Class I Group A/B FT1 30-10 600 150
1199 Class I Group A/B FT1 28-10 600 150
1212 - 30-20 N.S 80
1213 Class I Group A/B FT1 30-10 N.S UL/150 CSA 105
1659 Class I Group A/B FT1 30-10 600 250
1815 - 30-10 300 250

FEP 1226 - 30-14 N.S. 80
1227 - 30-10 N.S. 105
1330 Class I Group A/B FT1 30-4/0 600 200(UL)/180(CSA)
1331 - 30-4/0 600 150
1332 Class I Group A/B FT1 30-10 300 200(UL)/180(CSA)
1333 Class I Group A/B FT1 30-10 300 150

ETFE 1643 Class I Group A FT1 30-4/0 300 150
1644 Class I Group A FT1 30-4/0 600 150
1671 Class I Group A FT1 30-10 300 150

10125 Class I Group A/B FT1 24-10 300 150
10126 Class I Group A/B FT1 24-10 600 150
10109 Class I Group A/B FT1 30-10 300 200
10086 Class I Group A/B FT1 30-10 600 200

PFA 1709 Class Group A FT1 - - -
Class Group A FT1 - - -
Class Group A FT1 - - -

Silicone SFF-1, 3068 SEWF-1 22-16 300 150
Rubber SEW-1, 3122 SEW-1 22-16 300 200

SFF-2, - - - -
3069,3100, - - - -
3101, 3278 SEWF-2 18-4/0 600 150
SF-2, 3074, - - - -
3075, 3172, - - - -

3231 SEW-2 18-4/0 600 200
3139 Class I, Group A/B FT1 24-4/0 600 200
3367 Class I, Group A/B FT2 24-12 300 200
3530 Class I, Group A/B FT2 24-4/0 600 200

Ceramic & 5315 Class I, Group A/B FT1 24-10 300 250
Fiberglass 5331 Class I, Group A/B FT1 22-8 300 250

5288 Class I, Group A/B FT1 24-2 600 250
Mica & 5128 Class I, Group A/B FT1 24-2 300 450
Fiberglass 5107 Class I, Group A/B FT1 22-2 600 450

Additional UL and CSA styles are available. Call factory for more information.  
All figures referenced are nominal.

UL & CSA Hook up and 
Lead Wire Index


