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LANTRAK® Non-Metallic Raceway
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A: 1.04” (26) 
B: 1.38” (35)

PL1 Latching Raceway
Office White

Description Catalog No. Description Catalog No.

Base and cover, 5ft Without adhesive PL1BC5 Conduit adapter/ 
ceiling fitting

Base and cover PLP1CACF

With adhesive PL1ABC5 

Base and cover, 7ft Without adhesive PL1BC7 Splice cover Cover only PL1SC

With adhesive PL1ABC7 End cap PL1EC

Internal elbow Base and cover PL1IEBC Safety strap PL1SS

Cover only PL1IE Low-profile box* 1-gang PDB12LP

External elbow Base and cover PL1EEBC Standard box* 1-gang PDB12S

Cover only PL1EE Deep box* 1-gang PDB12D

Flat elbow Base and cover PL1FEBC Deep box, undivided* 2-gang PDB12TGLV

Cover only PL1FE Deep box, divided* 2-gang PDB12TGD

Tee Base and cover PL1TCBC Round lighting fixture box* PDB12LF

Cover only PL1TC

Internal Elbow 
PL1IEBC

External Elbow 
PL1EEBC

Divided Deep Box 
PDB12TGD

*See page S12 for recommended plate to box compatibility.
Dimensions in inches (mm)

Hubbell non-metallic latching raceway features a PVC co-extrusion 
hinged cover design that holds wiring in place during installation 
not requiring the use of extra wiring clips. The locking cover also 
prevents the wires from being pinched when the raceway is closed. 
The neutral Office White color of the raceway will blend in virtually 
with any of today’s decor.

Features

• Easy to cut and handle
• PVC non-metallic construction
• Boxes, fittings, plates, frames and jacks
• Adhesive back available
• PW1 Series
• PW2 Series

Benefits

• Saves installation labor costs
• Resists scratching and denting
• Create a complete Hubbell system
• Easy installation where code allows
• Low profile single channel design
• Accommodates both power and voice/data


