
Style: UL:  Type CL2X or AWM 2722

Insulation: PVC

Print Legend:  22 AWG (PLANT ID CODE) E100316 (UL) TYPE CL2X OR AWM STYLE 2722 105C

FAW028-C

Description: 22/2 7/.0096 BC / TC Type CL2X or AWM 
2722

Parent Number:

Stranding: 7/.0096 BC LHL / 7/.0096 TC  LHL

Temperature: CL2X = 75C, 105C

Notes:

PRODUCT SPECIFICATION
DATE
12/8/2008

REV
A

ECN
2213-08

DESCRIPTION
SPECIFICATION CREATED

MINOR 0.070

Tolerance +/- 0.005

MAJOR 0.145

Tolerance +/- 0.010

MIN AVG WALL 0.015

MIN WALL @ 1 PT. 0.013

Voltage: 300V

Approved By:________________________________Date:___________

Title:________________________________Company Name:_______________________

Customer Approval:

This product complies with European Directive 2002/95/EC (RoHS)
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The information presented here is, to the best of our knowledge, true and accurate. Since conditions of use are beyond Coleman Cable's control all product data presented is for informational 
purposes only and does not create a binding obligation or liability on Coleman Cable or confer any rights on any customer. The sale of product(s) is conditioned upon acceptance of a purchase 
order subject to Coleman Cable's standard terms and conditions contained therein, including without limitation Coleman Cable's standard warranty. Coleman cable disclaims all liability in 
connection with the use of information contained herein or otherwise.

This specification is proprietary intellectual property of Coleman Cable. Any information contained herein shall not be disclosed to any party 
without written consent of Coleman Cable.


