
Insulation: PVC19

Print Legend: E-132814  18/3  (UL)  SPT-3  105C  VW-1  - - -  182067  18/3  CSA  SPT-3  105C  FT-1 Green conductor for grounding only

ST022-

Description: 18/3 16/30 BC 1" SPT-3 105C Green Ground

CF Parent Number:

Stranding: 181630B1.0 - 18 16/30 BC 1" LHL

1.  ONE CONDUCTOR FULLY RIBBED.

Voltage:

Temperature: 105

Notes:
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COPPERFIELD PRODUCT SPECIFICATION
DATE

1/10/2006 K 10895

REV ECN DESCRIPTION

MINOR: 0.172

COND. TO COND. MIN:
0.054

RIPPED WALL MIN
0.040

MAJOR: 0.382

NOM WALL

MIN WALL

0.060

0.054
Style: SPT-3

Ground: 18135-1515A2248 - 18 16/30 BC 1" SPT Ground

2.MAJOR O.D.(Y STPT) MUST BE SET 0.0060 ABOVE TARGET DIMENSION TO 
COMPENSATE FOR SHRINKAGE
3.  INDENT PRINT ON SMOOTH CONDUCTOR.

Tolerance +/- 0.010

Tolerance +/- 0.005

Approved By:________________________________Date:___________

Title:________________________________Company Name:_______________________

Customer Approval:


