
Water resistant
 Sunlight Resistant

 designed to withstand 
severe environmental 
conditions

Withstands exposure to 
Oil, Acids, Alkalies, Heat, 
flame, Moisture and 
chemicals

 Meets or exceeds flame 
test requirements of 
MSHA, CSA and UL

entertainMent industry 
& staGe liGHtinG cable
105°c 600 VOlt ul tyPe sc and csa tyPe PPc

•  Portable power systems

•  Entertainment industry activities such as theatre, television, night clubs, motion pictures, 

mobile communication vans, spotlights and sound systems

•  Other similar applications that would require temporary power

A P P L I C A T I o n S  Suitable for use as follows:

• UL Listed

• CSA Certified

• RoHS Compliant

S T A n d A R d S  &  R E F E R E n C E S

• Lengths cut to order

•  Some constructions subject to minimum order quantity

P A C K A G I n G

•  Conductor: 

8 AWG through 4/0 AWG fully annealed stranded bare copper per ASTM B-172

• Jacket: 

 VIPER™ CPE 105°C, black

 Temperature range: -50°C to +105°C 

•  Sample Jacket Marking:

  SOUTHWIRE VIPER™ (SIZE) (UL) 600 VOLT TYPE SC (-50°C to +105°C) OIL RES  

60°C MAX. AMPS NEC TABLE 400-5 (B) FOR 90°C OUTDOOR—CSA TYPE PPC 105°C  

600 VOLT FT5

C o n S T R U C T I o n
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* Actual shipping weight may vary.
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W E I G H T S ,  M E A S U R E M E n T S  A n d  P A C K A G I n G
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