
 
 

CABLE TECHNOLOGY PN: CT-E4047 
TC1840/PP-0 

 

CONDUCTORS:  #18 16/30 TINNED COPPER INSULATED WITH .015” PVC / .004” NYLON  

 

CABLING:  CABLE FORTY (40) CONDUCTORS TOGETHER AND WRAP WITH A  

   CLEAR MYLAR TAPE 

 

JACKET:  .063” BLACK PVC (PULL IN A NYLON RIP CORD UNDER JACKET) 

 

NOM OD:  .745”  

 

PRINT IN WHITE: E86071 40C 18 AWG TYPE TC 90C 600V (UL)...C(UL) TYPE CIC 90C  

   (DRY) 75C (WET) 600V FT-4 PVC/NYLON...OUTDOOR...SUITABLE FOR  

   WET LOCATIONS  

 

COLOR CODE:   

FILL DISCHARGE METER ZERO 

BLUE WHITE/BLUE WHITE/BLACK/BLUE BLUE / BLACK 

ORANGE WHITE/ORANGE WHITE/BLACK/ORANGE ORANGE / BLACK 

BROWN WHITE/BROWN WHITE/BLACK/BROWN BROWN / BLACK 

VIOLET WHITE/VIOLET WHITE/BLACK/VIOLET VIOLET / BLACK 

YELLOW WHITE/YELLOW WHITE/BLACK/YELLOW YELLOW / BLACK 

GRAY WHITE/GRAY WHITE/BLACK/GRAY GRAY / BLACK 

PINK WHITE/PINK WHITE/BLACK/PINK PINK / BLACK 

RED WHITE/RED WHITE/BLACK/RED RED / BLACK 

TAN / WHITE DASHES WHITE/TAN DASHES WHITE/BLACK/TAN  DASHES TAN / BLACK / WHITE DASHES  

GROUND SPARE HOT  L 1 NEUTRAL - L 2 

GREEN WHITE/GREEN BLACK WHITE 

 

 

 

 

I HAVE REVIEWED ABOVE SPECIFICATION AND IT CONFORMS TO ITEM ORDERED UNDER  

PO#   

NOTE AND EXCEPTIONS HERE  

 

SIGNED:          DATED:      

CTE4047 
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