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Instrumentation Cable 1890-91356

Galvanized Interlocked Armor

TE P/P-20-JX

Configuration: Special Configuration 

Components:
Core: Purchased Material, 2 CD, 20 AWG Solid Type JX, 

0.170" Nom. OD, TE P/P-20-JX/FW0246

Armor: Interlocked Galvanized Steel

Physical Attributes:
Core Diameter, Nom: 0.170 in 4.3 mm

Core Diameter, Max: 0.170 in 4.3 mm

Armor Diameter, Nom: 0.570 in 14.5 mm

Armor Diameter, Max: 0.590 in 15.0 mm

Cable Diameter, Min: 0.550 in 14.0 mm

Cable Diameter, Nom: 0.570 in 14.5 mm

Cable Diameter, Max: 0.590 in 15.0 mm

Cable Weight: 156 lbs/Mft 233 kg/km

Pulling Bend Radius, Min: 7.08 in 179.8 mm

Electrical Properties:
For information on non-Dekoron manufactured components, 

contact the component's original manufacturer.
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Product specifications subject to change without notice.

All transactions are subject to compliance with the terms and conditions of sale or purchase, as applicable, which are available on the respective
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Page 1 of 11890-91356 Product Data Sheet

7/18/2024http://indcable01.ind.loc:8080/cablebuilder/servlet/em.cabbench.CabBenchSrv?requestTyp...


