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Construction
Diam. (In)

 Component: A

 Conductor: 20 7/28 BC ASTM B 8-77 0.038"

 Insulation: 0.023" PVC Insulation to SAE-J-1128 Type GPT 0.084"
   Color Code: Red + Blue + Yellow + Black

 Component: B

 Conductor: 16 19/.0117" BC ASTM B 8-77 0.0565"

 Insulation: 0.023" PVC Insulation to SAE-J-1128 Type GPT 0.1025"
   Color Code: White + Green
Cable 
Assembly: Bunch Cable Components A and B  (6  Conductors) 0.290"
Fillers: Fibrilated Polypropylene 0.290"
Tape: 0.293"
Jacket: 0.055" 0.400"
Jacket Color: 0.400"

Print:

Specifications:
Conforms to UL 1581 Class 43 PVC
Cable Meets UL Cold Bend Test -40°C
Meets or Exceeds Flame Test FMVSS3302
Fuel, Oil, Moisture and UV Resistant

Environmental Compliance
     EU Directive 2011/95/EC(RoHS):

    REACH Regulation (EC 1907/2006):

Description:    6 Conductor Composite  Cable Truck-Lite  5190 

4 x 1 Conductor  20 AWG

2 x 1 Conductor 16 AWG

Issue Date: 1/29/2015

 Issue:

This product does not contain Substances of Very High Concern (SVHC) listed on the European 
Union's REACH candidate list in excess of 0.1% mass of the item. 

Non-Woven NWP Tape
PVC Jacket

Black

All materials used in the manufacture of this part are in compliance with EU Directive 2011/95/EU 
regarding the restriction of use of certain hazardous substances in electrical and electronic 
equipment.
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