
    
 
   
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
                                                                                                                                                              
 

     
                                                                                                                               

 

 

 

Product Specification 

Drawn by: 
 

Brian Hanlon  

Product Description: 
3 Cond GPT 20 Trailer Cable 
 

                                 ddd          
05/08/12 

Rev:    
            1 

Date  Drwg No:.      TRC0320P-0-012 

Revisions 

Rev. Description Date 

1 Talc Inners at Jacket Operation  5/8/12 

 

 

To allow easier stripping of jacket  

 

  

  

 

3 Cond Trailer Cable GPT-20/10 inners Black PVC Jacket 
 

Conductors 20 10/30 BC   (0,50MM2)  to  ASTM B 8-77 

Conductor O.D.: 0.039" 

Insulation: PVC 

Insul. Thickness: 0.023" 

O.D. over Insul: 0.085" 

Color Code: Black-Red-Green 

Cable: Cable 3 Conductors to 2-1/2" LHL 

Jacket: Premium Grade PVC UV and Oil Resistant 

Jacket Thickness: 0.0235" 

Cable Diameter: 0.230" 

Notes: 
Talc while jacketing for ease of 
stripping 
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