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FEATURES-SPECIFICATIONS

NEMA 1 TYPE 1/4-LATCH

• Designed for field installation 
standard NEMA 1 type enclosures

• Requires only a quarter turn to open
and close

• Available in both the 1/4-turn latch
and 1/4-turn key lock

N1C14T

N1C14TKL

CATALOG DESCRIPTIONNUMBER

N1C14T NEMA 1 1/4- tu rn  la tch

N1C14TKL NEMA 1 1/4- tu rn  key  lock

N E M A  1  T Y P E  1 / 4 - L AT C H

NEMA 412 TAMPER
RESISTANT LATCH KITS
AND KEYS

• Designed for NEMA 412 Type 
enclosures

• Latch kits are tamper resistant
• Available in both 1-point and 3-point

1/4-turn kits
• All have black matted finish or

chrome (see charts)

CATALOG NUMBER DESCRIPTION
1-POINT 3-POINT

N41214TTRI N41214TTRI3 Triangular 1/4-turn 
keyed latch

N41214SQ N41214SQ3 Square 1/4-turn 
keyed latch

N41214TVP N41214TVP3
Double bit vibration
proof 1/4-turn keyed
latch

NEMA 412 TAMPER PROOF RESISTANT
LATCH K ITS

STAINLESS STEEL LOCK KIT
FOR NEMA 412

• Designed for standard single door
Type 412 enclosures

• Requires only a quarter turn to open
and close

• Latch is water and dust tight
• Lock is stainless steel
• Can be used with N412 stainless

steel enclosures

CATALOG DESCRIPTIONNUMBER

N41214TTRIK Triangular key

N41214SQK Square key

N41214TVPK Double bit vibration proof key

NEMA 412 TAMPER PROOF KEYS

CATALOG NUMBER    DESCRIPTION
1-POINT 3-POINT

N41214TSS N41214TSS3 Sta in less  s tee l  
1 /4- tu rn

STAINLESS STEEL LOCK KIT  FOR NEMA 412

N41214TTRI N41214TVP

N41214TTRIK N41214SQK N41214TVPK

N41214SQ

N41214TSS
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FEATURES-SPECIFICATIONS

CLIP NUT PACKAGE

• Plated #10-32 clip nuts will fit all
rack mounting angles with 7/32 
diameter holes

CATALOG DESCRIPTIONNUMBER

WACLSN12 1-po in t  key  l ock

LOCK K IT  FOR NEMA 4  &  12  ENCLOSURES

CATALOG DESCRIPTIONNUMBER

W1032N Cl ip  nu t  (package  o f  20 )

CLIP  NUT  PACKAGE

LOCK KIT FOR NEMA 4 & 12
ENCLOSURES

• Designed for field installation in 
standard single door Type 3R, 
4 and 12 enclosures

• Latch is water tight and dust tight 
• It is necessary to drill or punch one

hole in the cover to receive the latch 
• Complete installation instructions 

are included

NEMA 412 LOCK KITS

• Designed for NEMA 412 Type 
enclosures

• Available in both 1-point and 3-point
1/4-turn latches

• All have black matted finish or
chrome finish (see charts)

CATALOG NUMBER    DESCRIPTION
1-POINT 3-POINT

N41214T N41214T3 Slotted chrome finish

N41214TB N41214TB3 Slotted black matted
finish

N41214TW N41214TW3 Wing handle 1/4-turn
latch

N41214TWPL N41214TWPL3 Padlocking 1/4-turn

N41214TTH N41214TTH3 1/4-turn black matted
tee handle

N41214TTHKL N41214TTH3KL 1/4-turn black matted
tee handle, key locking

N41214TBKL* —
1/4-turn black key
lock/dust cover

N E M A 4 1 2 L O C K  K I T S

*NEMA 12 and 13 rating with dust cover only.

N41214TB

N41214TWPL

N41214T

N41214TTH

N41214TBKL

N41214TW N41214TTHKL W1032NWACLSN12
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FEATURES-SPECIFICATIONS

NEMA 1 TYPE T HANDLE
LATCH & CYLINDER LOCK KITS

• The “T” handles are intended to 
be used on various NEMA 1 
cabinets. Not suitable for water 
tight applications

• The 3 point latch comes with handle,
latch, latch rods and all hardware.
Handles are chrome plated

• Cylinder locks are designed for field
installation in the small NIC and large
NIC enclosures. Latch is water and
dust tight. It is necessary to drill a
hole in door to receive latch

• Latch has chrome plated finish

CATALOG DESCRIPTIONNUMBER

WACLJIC 1-Point cy l i nder  key  l ock  

WAPLKJIC Pad lock  lock  k i t

LOCK K ITS  FOR JUNCTION BOXES

CATALOG DESCRIPTIONNUMBER

WAL8 1-Po in t  “T” lock ing  hand le

WA8 1-Po in t  “T” non  lock ing  hand le

WAL12B 1-Po in t  key  l ock  fo r  sma l l  N1C
enc losures

WAL12AR 3-Po in t  key  l ock  fo r  l a rge  N1C
enc losures

HANDLE LATCH & CYL INDER LOCK K ITS

LATCH KITS FOR SINGLE
DOOR TYPE 12 ENCLOSURES

• Designed for field installation in 
standard single door Type 3R, 
4 and 12 enclosures

• Latch is water tight and dust tight 
• It is necessary to drill or punch one

hole in the cover to receive the latch 
• Complete installation instructions 

are included

LOCK KITS FOR 
JUNCTION BOXES

• Designed for field installation in 
standard junction boxes. Latch is
water tight and dust tight

• It is necessary to drill or punch 
one hole in the cover to receive 
the cylinder lock

• Complete installation instructions
included

• Designed for field installation in 
standard single door JIC, BCH,
BN4CH enclosures

CATALOG NUMBER    
PADLOCK KEYLOCK DESCRIPTION
HANDLE HANDLE

WAL1A WAL2A 1-Point latch kit

WAL1B WAL2B 3-Point latch kit where 
H is 16", 20", 24" or 30"

WAL1C WAL2C 3-Point latch kit where 
H is 36",42", or 48"

WAL1D WAL2D 3-Point latch kit where 
H is 60" or 72"

LATCH K ITS  FOR S INGLE  DOOR TYPE 12

Padlock Keylock

WAL8 WA8

WAL12B WAL12ARWACLJIC

WAPLKJIC

 




