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190 IEWC  •  Products are subject to manufacturer tolerances and availability.  For more information, contact your IEWC sales representative or visit us at www.iewc.com.

Coax Cable - Type RG
Multiple Constructions Available; Common Constructions Listed Below

RG Type Shielding Type Jacket Color

RG59* SS - 0

IEWC Code RG Type

RG6* RG-6/U
RG8* RG-8/U

RG11* RG-11/U
RG22B* RG-22B/U
RG58* RG-58/U

RG58A* RG-58A/U
RG58C* RG-58C/U
RG59* RG-59/U

RG59B* RG-59B/U
RG62A* RG-62A/U
RG62B* RG-62B/U
RG63* RG-63/U

RG174* RG-174/U
RG178B* RG-178B/U
RG179* RG-179/U

RG179B* RG-179B/U
RG180* RG-180/U

RG187A* RG-187A/U
RG188A* RG-188A/U
RG195A* RG-195A/U
RG196A* RG-196A/U
RG213* RG-213/U
RG214* RG-214/U
RG217* RG-217/U
RG223* RG-223/U
RG401* RG-401/U
RG402* RG-402/U
RG405* RG-405/U

Coax Cable - Type RG Example Part Number

RG Type
IEWC Code Shielding

OBS Overall Braided Shield
OSS Overall Spiral Shield
SS Double Shield
TS Triple Shield
QS Quad Shield

Shielding Type

IEWC Code Color

0 Black
3 Blue
4 Yellow
6 Brown
8 Gray
9 White
U Light Blue
Z Clear

Jacket Color

Applications
For use in antenna and communications 
applications.

Available Constructions
•	CSPE jacket
•	FEP jacket
•	LSZH jacket
•	PE jacket
•	PVC jacket
•	PVDF jacket
•	TPE jacket


